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PREFACE

This report was prepared by SCS Consulting Engineers, Inc., Long Beach, California
90807. This Hazardous Waste inventory and Disposal Assessment was initiated by
the Air Force to meet the requirements of the Resource Conservation and Recovery
act of 1976 as amended in 40 CFR 261 & 264 May 19, 1980, and the California
Administrative Code, title 22 Division 4. The report will be used as a reference
document to the 1978 Space Shuttle Supplement 1. It will also be used for hazard-
ous waste reporting to EPA/California, for hazardous waste management planning,
and for engineering design concepts for the STS.

The report is in three volumes. Volume I is an inventory of hazardous wastes
likely to be generated by the West Coast STS project. Volume II is an analysis

of recycle, treatment, and disposal options for managing the projected STS Wastes.
Volume III is an appendix with reference material for Volume II.

This work was accomplished between September 1980 and June 1981. Mr. John R.
Edwards, Headquarters Space Division was the Project Officer. '

This report has been reviewed by the office of Public Affairs (PA) and is
releasable to the National Technical Information Service (NTIS). At the NTIS
it will be available to the general public, including foreign nations.

This report has been reviewed and is approved for publication.

T bt PC el 1

OHN R. EDWARDS R.C. WOOTEN JR, Lt/Col, USAF, BSC
Environmental Protection Scientist STS Environmental Program Manager

RAPHAEL 0. ROIG JOHN D. PEARMAN, Colonel, USAF
Chief, Environmental Planning Division Directorate of Civil Engineering
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SECTION I
EXECUTIVE SUMMARY

1. INTRODUCTION

This report is developed to assess treatment/recovery/
disposal options for wastes generated by the STS-VAFB program.
Based on the need to manage these wastes in a safe, legal, and
environmentally sound manner, the objectives of the study pre-
sented in this report are as follows:

Grouping of similar wastes into treatment categories.

Feasibility and economic assessments of different
treatment/recovery options, and identification of the
applicable regulatory constraints.

Feasibility and economic assessments of different dis-
posal options, and overview of the related regulatory
aspects.

Analyses of the support functions for treatment/recovery/
disposal alternatives.

Formulation of different management schemes by combining
the above elements and developing comparative cost esti-
mates.

2. GROUPING OF WASTES

Many STS wastes are similar in terms of chemical and physi-
cal properties, and can be readily mixed and treated and/or dis-
posed of together. 1In developing treatment categories for the
STS-VAFB, categories already defined for Kennedy Space Center
(KSC) are used to the extent possible to facilitate comparisons
between the two areas. The twelve treatment categories are:

Category 1: Recoverable Freon Wastes.

‘Category 2:' Hypebgdlic Fuels (2a) and Hypergolic Fuel-

Contaminated Water and Alcohol (2b).
Category 3: Group I Hydrocarbon Wastes.
Category 4: Bilge Water and Water Contaminated with 0il.




o Category 5: Group II Hydrocarbon Wastes.

¢ Category 8: Acids, Bases, and Aqueous Solutions Contami-
nated with Metal Ions.

o Category 9: Solid Rocket Booster Rinse Water Wastes.

e Category 10: Acidic and Basic Wastes Which Contain No~
Significant Metal Ions (10a), Oxidizer Wastes (10b), and
Oxidizer-Contaminated Wastewaters (10c).

o Category 11: Fuel Vapor Scrubber Wastes (essentially the
same as Category 2b, due to the change in the type of
scrubbers used).

e (Category 13: Combustible Solids.

o Category 14: Noncombustible Solids.

o Category 15: Miscellaneous Wastewaters.

Categories 6, 7, and 12 are specific for KSC operations;
Categories 13, 14, and 15 are specific for STS-VAFB.

The total baseline quantities of wastes generated per launch

in each treatment category for the space shuttle program at VAFB
are depicted in Figure 1.
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Figure 1. STS-VAFB hazardous waste generation per launch by treatment category.:



3. TREATMENT/RECOVERY/DISPOSAL OPTIONS

Table 1 compares the feasibilities of the treatment, recov-
ery, and disposal options available for each STS-VAFB hazardous
waste category. Only methods deemed technically feasible at this
time are considered in this report. Such new methods as encap-
sulation, microwave decomposition, and electrophoresis may become
viable before 1994, but are not sufficiently developed at this
time to be considered in this report. Some conventional methods,
such as reverse osmosis, trickling filters, activated siudge, and
wastewater distillation, are eliminated, because the nature of
the wastes limits their applicability.

TABLE 1. FEASIBILITY OF TREATMENT, RECQVERY AND ﬁISPOSAL OPTIONS
' FOR STS-VAFB HAZARDQUS WASTE CATEGORIES.

INCINERATION

JIRECTLY

RECYCLE OISCHARGE BISFPOSAL

reusK ' TREAT ANO TREAT ANO LANOD
L

-

7

7
V77 .

‘EASINLE .
| PASSIBLE, BUT SCNE PROBLENS OR UNCERTAINTIES
| naT FrEASIMLE

a. Waste Treatment for Discharge

Each treatment category of hazardous waste_is discussed in
terms of existing or projected requirements for treatment. Spe-
cial attention is given to determining both the ability of the
treatment system to comply with the current environmental laws
and standards, and to meet the demands placed upon it during the




shuttle program. Table 2 shows treatment systems for each waste
category that are considered directly applicable and cost-effec-
tive prior to discharge to an evaporation pond, POTW, or the
ocean.

TABLE 2
WASTE TREATMENT OPTIONS FOR DISCHARGE

Category Treatment Option

1 , None (discharge not an alternative)

2a. Chemical oxidation

2b Neutralization}chemica? oxidation;
aerated lagoons; activated carbon
filtration

3 None (treatments not cost-effactive)

4 011 separation with bfological treatment

of separated water in an oxidation ditch

o

None (treatments not cost-effective)

8 Neutralization/precipitation
9 Aerated lagaoon or oxidatiaon ditch;
granular media filtration .
102 & 10b Chemical oxidation/neutralization
10c Neutralization
11 Neutralization/chemical oxidation
13 None (discharge not possible for solids)
14 None (discharge’ not possible for solids)
- 18 Filtration o} settling; aerated lagoon:

chemical oxfidation

b. Waste Treatment for Reuse

Some of the hazardous wastes may be recycled. The following
three groups of reuse/recovery are identified: (a) wastewater
reuse; (b) oil recovery; and (t) solvent recovery.

Category 10c, quench water, is the largest volume waste
stream produced by the space shuttle ground operations. Depend-
ing on the water quality needed for quench water, it might be
possible to reuse the neutralized wastewater directly for a few
cycles before fresh water is needed. If higher quality water is
needed, the neutralized quench water could be passed through a
deionizer before being pumped to storage.

Category 4, bilge wastes, is ocean vessel condensate water
contaminated with sea water and oil. Once separated, the o0il
recovered can either be directly used for heating or further
treated for other reuse.




Some wastes generated by the STS-VAFB ground operations are
considered recyclable by the State of California, and the genera-
tor may be required to justify any intent to dispose without
recycling. They are Categories 1, 2a, 3, and 5 (totaling 1,910
gallons per launch). Reclamation of these solvents can be
accomplished on-site by distillation, or off-site by either a
commercial solvent reclaimer or the manufacturer. Table 3 Tists
some of the major chemical reclamation companies in California,
and depicts STS-VAFB waste chemicals presently acceptable for
reclamation. The economics of recycling contaminated solvents
varies depending on demand for the reclaimed product, purity and
quantity of the waste solvent, and volume of the recovered frac-
tion. The Air Force would be required to pay for solvents re-
claimed for Air Force use. If the reclaimer intends to sell the
purified product, the Air Force might be paid for the waste sol-
vent. .

: TARLE )
SOLYENT RECLAIMING OPERATIONS IN CALIFORKIA

titmn 1 Category 22 Category 3 Cateqory §

Perchioro- | Methylene | CellusolvefMatihy Ethyl| TCE/Freon [Misc. Solvent
Freon . Hydrazine ) o | Heotane = othylm. thlorlde' Acetate | Xetone | Mixture Mixtures
_s_olv!nt le_clﬂmr lel/L 120 qal/L " | 30 glé 350 gl!/L 350 qat/L" |} 350 glléL 30 gallL 30 qei/ 50 qal/L 200 gll/l_
Baron-3lakesiee, .
Gerdena [ L] [ (o]

Bayday Chemical Company,|
Santa Clars ® [} (o] [ ] [o] o] [e] (o]

BDavis Chemical Company,
s

Los Angel o o ) ° o L] . o
Environmentsl Recovery, :

Long Beach o e - L] ® [o] o
Gold Shield Selvents, : -

Los Angeles R ® . [ J
0f! and Selvents Process

Company, Azwsa ® o ® [ ] o ® o o
lero Maste Systems,

Oakland ® o} o] o] [ ] L] o o o (o]

*Lelench.

[@lrectatmer peys for weste.

[CJrectaimer takes weste for free or puriffes it for revse for a fee.
[COrectatmer does not accept weste.

c. Waste Disposal

Alternatives investigated for disposal/discharge of STS-VAFB
hazardous wastes and/or effluents resulting from their treatment
include on-site ponding, on- and off-site landfilling and incin-
eration, discharge to POTW's, and ocean disposal.

(1) Landfilling and Ponding

The feasibility of constructing a Class I landfill and :
evaporation ponds at VAFB is discussed. Areas within VAFB boun-
daries with the greatest potential are identified according to
the State of California requirements for siting of hazardous
waste land disposal sites. Conceptual designs for an on-site
Class I landfill and evaporation ponds are also presented, and a
discussion on pertinent design factors, construction and opera-
tional features, and economic factors is included.




Casmalia, Kettleman, and West Covina are considered the
three most likely off-site disposal sites. Long hauling dis-
tances render other sites economically less desirable. The
location, acreage, and predicted lifetime for each of these sites

are given in Figure 2. A comparison of the unit costs for dis-
posal at each site is shown in Figure 3.

L4 KETTLEMAN

CLASS [ DISPOSAl, AREA; 210 ACRES
TOTAL DISPOSAL AREA¢ 1,120 ACRES .
PREDICTRD LIFKTIME: 2100 YHARS

CASMALIA

Q.ASS I OISPOSAL AREA. 280 ACAES
TATAL OISPGSAL AREA: 4,300 AGRES
PREDICTED LIFETING: 90 YRARS

WEST COVINA

Q.ASS [ OISPOSAL ARKA: 1440 AGRES
TCTAL: OISPOSAL, AREA: $83 ACRES
PREDICTED LIFKTING; NOT AVAILASLE

Figure 2. Class I disposal facilities near VAFB.
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Figure 3. Unit costs for off-site land disposal of hazardous waste
by disposal facility and waste type.
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(2) Incineration

STS hazardous waste categories suitable for incineration are
2, 3, 5, 11 and 13. Category 13 is solid material. There are
three alternative waste incineration strategies: (1) transport
of baseline and contingency wastes off site to a commercial in-
cineration facility; (2) installation of an on-site incineration
facility for baseline wastes; and (3) installation of a dedicated
on-site incineration facility for baseline and contingency

wastes.

The nearest commercial waste incineration facility to VAFB
is operated by Rollins Environmental Services, Inc., located near
Houston, Texas, 1,500 miles from VAFB. A similar facility, to be
located near Beatty, Nevada (300 miles from VAFB), has been pro-
posed but may never be constructed.

The cost of incinerating waste products at commercial facil-
ities is based on material characteristics, e.g., Btu content,
handling properties, toxicity, etc. Due to the variability in
waste composition, a laboratory analysis is performed on all
incoming shipments to determine costs. Transport and facility
charges for contingency wastes must be added to the total cost
for waste incineration.

Several firms currently manufacture "package incineration
systems" compatible with selected STS program wastes. The stan-
dard package consists of a feeding system, rotary kiln, after-
burner chamber, air emission control device, exhaust fan, and
stack. These systems are available in several standard capaci-
tiei, ranging from approximately 0.02 to 1.5 tons per hour (as
fed).

4, SUPPORT FUNCTIONS

On-site hazardous waste storage facilities, the pickup of
these wastes and their delivery to the on-site storage/transfer
station, and transfer and transport to treatment, -recovery,
and/or ultimate disposal sites are all necessary components of
hazardous waste management.

a. Waste Storage at Source/Loading and Unloading/Collection

Segregation of incompatible wastes is very important. Com-
monly used methods for on-site storage of hazardous wastes prior
to pickup and hauling to an on-site transfer station for treat-
ment, recycling, and/or disposal are presented. Various categor-
ies and physical forms of hazardous waste suitable for contain-
ment, and commonly used methods for transferring waste materials
from one vessel or vehicle to another are discussed.




b, Storage/Transfer Station

The operation of this facility should be such that wastes
are collected and stored for subsequent transfer to a treatment,
recycle, and/or disposal site.

The implementation of a central waste storage/transfer sta-
tion for the STS program is advantageous. Such a facility would
allow for consolidation into larger, more economical loads, and
reduce waste collection time by providing generators with a place
to deliver wastes. The operation establishes storage, recontain-
erization, and solid waste volume reduction facilities at many
locations. A centralized storage/transfer station may serve as a
transfer point for consolidating paperwork associated with haz-
ardous waste management.

A central location for the facility should be determined by
base planners. The size and type of facility is dictated by the
quantities and nature of the wastes. This facility should be
capable of handling waste materials arriving in all forms from
the immediate collection area. Presently, VAFB stores hazardous
waste at a concrete pad (SLC-1 East) at North Vandenberg (NVAFB).
This area could develop into a hazardous waste storage/transfer
facility.

C. Solid Waste Volume Reduction

Solid hazardous wastes are usually placed in 55-gallon drums
and buried at Class I landfills. Under the interim final RCRA
regulations, however, landfilling of empty containers is prohib-
ited unless they have previously been crushed flat, shredded, or
somehow reduced in volume before incorporation into a landfill.
In some cases, the landfill may provide the required volume
reduction services mandated.

In addition to compliance with RCRA regulations, volume
reduction results in lower transportation costs for hauling,
reduced landfill volume requirements (thus prolonging landfill
lTife), and possibly reduced need for cover soil. On-base con-
struction of a solid waste volume reduction facility is also
considered as an alternative. Investigations into the alterna-
tives -available for solid waste volume reduction revealed that,
for the quantities and frequencies of waste generated by STS-VAFB
ground operations, compactors would be adequate if they were sta-
tioned at either the storage/transfer station or the on-site
Class I landfill. ,

5. TRANSPORT FOR OfF-SITE DISPOSAL

0ff-site transportation aspects of STS-VAFB hazardous waste
management include surveys of waste haulers servicing the VAFB-
Port Hueneme area, types and sizes of equipment used by these
haulers, types of wastes to be handled, and unit transportation

fees for the disposal sites. A summary of the transportation
rates is given in Table 4.




TABLE 4 TRANSPORTATION COSTS (1980 DOLLARS)
Jype of Truck Casmalia Xettleman West Covina
5 /Trip $/Gal $/1rip $/Gal $/Trip $/Gal
O [0, et |
18 drums 192 0.19
25 drums l 140 0.10 350 0.2% 630 0.46
4 0.06
Flatbed  Truck 75 drums }| 240
H \
e 160 0.03 | 400 0.08 | 606 0.12
© ©
§,000-gal  Vacuum Truck

6. WASTE MANAGEMENT SCHEMES

Alternative waste management schemes were developed by com-
parative analysis of the treatment/reuse/disposal options. The
most practicable alternatives were then combined with appropriate
support functions, resulting in the schemes outlined in Table 5.

TAaLz 5
COMPARISON OF WASTE MANAGEMENT SCHEMES

On-Site Land On-Site
_Scheme Treatment - Disposal Incineration

1 Yes Casmalia Yes
2 Yes VAFB No
3 Yes VAFB © Yes
4 Yes t;.flsmaHa No
5 No Casmalia No
6 Deluge water only Casmalia No
7 Déluge water and Casmalia No

SRB wash waters

only -

Waste management Schemes, 1, 2, 3, and 4, which involve on-
site waste treatment as well as on- or off-site ultimate dis-
posal, are depicted in Figures 4, 5, 6, and 7, respectively.
Schemes 5, 6, and 7 are predominantly off-site landfilling sce-
narios with little or no on-site treatment.
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Schemes 1 through 4 are based on proposed treatment and dis-
posal operations to be performed at VAFB. These operations also
dictate waste management options for Port Hueneme. Two on-site
evaporation ponds are proposed: one at South Vandenberg (SVAFB),
and the other at NVAFB. These will be used to dispose of the
large volumes of effluents from physical-chemical treatment
facilities and emergency eyewash and shower (EEW&S) wastewater
from industrial sumps. The evaporation ponds will eliminate.most
of the need for separate biological treatment. Category 15
wastes will be routed to the evaporation pond; however, due to
insufficient data on its characteristics and treatment require-
ments, biological treatment of this waste stream may be needed
prior to its disposal to the pond. Waste Categories 2b, 10a,
10b, and 10c will undergo the appropriate physical-chemical
treatments with subsequent disposal to an evaporation pond.

Final disposal of Category 4, 10c, and 15 wastes to coastal
waters is not included as an option in this study. Once data on
raw waste/effluent characteristics are available, ocean disposal
should be investigated.

Waste Categories 2a, 3, 5, 11, and 13 will be subjected to
thermal destruction in Schemes 1 and 3. In Schemes 2 and 4,
these waste streams (except Category 11) will be disposed of by
landfilling. Category 11 wastes will be treated by physical-
chemical methods along with Category 2b wastes.

Category 1, 8, and 14 wastes are to be disposed of by land-
filling. Category 13 (when not disposed of by incineration) and
Category 14 will be compacted prior to land disposal in accor-
dance with RCRA regulation. In schemes where incineration is not
proposed (Schemes 2 and 4), wastes from Categories 2a, 3, and 5
will also be landfilled. Off-site recovery of ‘solvents contained
in waste Categories 1, 2a, 3, and 5 is also a possible option.

Small quantities of residues will be generated by most of
the on-site treatment/disposal options. A1l four waste manage-
ment schemes could easily accommodate these residues, since no
additional facilities would be required.

For Schemes 1, 2, and 3, where VAFB has on-site disposal
facilities available, transport of wastes from Port Hueneme to
VAFB is considered more economical than separate off-base dis-
posal.

Disposal of Port Hueneme's pretreated waste Categories 4, 9,
and 15 to the Oxnard sewage system was considered a viable op-
tion, contingent upon Ventura Regional County Sanitation District
(VRCSD) acceptance. If.wastes cannot be disposed there, the most
viable option is transport to VAFB's evaporation pond. An option
for disposal at an off-site facility is also considered. POTW
disposal of pretreated waste Category 15 at VAFB is considered,
but is not recommended because routing to an evaporation pond is
safer.
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7. COMPARATIVE COST ESTIMATES FOR WASTE MANAGEMENT SCHEMES

For each system, estimates were developed for capital and/or
operating costs. Capital costs are shown in 1980 and 1985 dol-
lars. The economic scale-up factors used to develop the 1985
costs (1.58 for construction, and 1.67 for materials) are based
on 1975 to 1980 increases. Operating cost scale-up from 1980 to
1985 is based on labor cost increases from 1975 to 1980, and
yearly operating cost increases for 1985 to 1994 are based on the
average yearly labor cost increases from 1970 to 1980. All cost
indices were drawn from economic information presented in Engi-
neering News-Record.

Off-site land disposal costs are determined in 1980 dollars.
For 1985, a 15 percent escalation of costs is used. The pro-
jected costs for the years 1986 through 1994 are calculated
assuming a 10 percent escalation of costs for each year after
1985. Transportation costs in 1980 dollars are based on the
number of trips required for shipment of bulk liquids, drummed
liquids, and drummed solids. Costs are escalated using the
regression equation to predict values of the fuel price index,
according to the periodical, Survey of Current Business, pub-
lished by the U.S. Department of Commerce.

Overall costs do not include engineering and design costs or
collection, transfer, and transportation equipment costs. No
research and development costs are included, because all alterna-
tives considered are proven technologies. Estimates assume the
availability of existing unused buildings where system housing is
needed, and availability of personnel protective equipment where
required for hazardous waste handling.

Costs for solvent reclamation are not inctuded since this
option contains several variables. One cannot predict whether
solvent reclamation would have a positive or negative effect on

overall costs.

The costs for treating bilge waste are excluded since addi-
tional treatment facilities may not be required. Specifications
for Station Set V32 state that the Port Hueneme Navy Base will
furnish industrial waste treatment facilities.

Surcharge rates for discharging selected treated effluents
from Port Hueneme to the local POTW are derived from equations
which require data on parameters (peak and average flow rates,
BOD, and suspended solids) which have not yet been quantified.
M1n1mum costs for sewering these wastes, based on the average
flow rate alone, are included in the cost estimates.

Compiled capital, 0&M, and total project (capital plus 0&M)
costs for all seven scenarios are presented in Table 6.
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TABLE 6

COST ESTIMATES FOR STS HAZARDOUS WASTE MANAGEMENT SCHEMES
(YAFB AND Port Hueneme)

Capital Costs 0%M Costs, $ Total Project
Scheme Description 1985 $ 1985-1994 Cost, $
1 On-site treatment/off-site land .
’ disposal/on-site fnctneration 19,512,600 5,798,600 25,311,200
2 On-site treatment/on-site
landf11 ling/no incineration : 10,824,300 6,246,020 - 17,070,300
3 On-site treatment/on-site .
: landfil1ing/on-site incineration 20,264,400 6,150,200 26,414,600
4 On-site treatment/off-site land )
disposal/no incineration . 10,092,500 8,115,900 18,208,400
s Al wastes to off-site land
disposal 1,268,000 15,851,100 17,119,100
6 All waste to off-site land
disposal except 10c wastes
from VAFS 8,820,400 9,069,600 17,890,000
L]
7 All wstes to off-site land
disposal except 10c wmaste frow
VAFB; 9 and 15 westes from
Port Hueneme to VAFB .
svaporation pond, 9,136,400 1,601,200 16,737,600 -

* Includes capital costs in 1985 dollars. All other costs escalated for the 1985 through 1994 period.

8. DISCUSSION OF WASTE MANAGEMENT SCHEMES

The seven schemes presented represent three basic waste man-
agement configurations:

® Treatment/incineration/on- and off-site landfilling
(Schemes 1 and 3).

~® Treatment/no incineration/on- and off-site landfilling
(Schemes 2 and 4).

¢ No treatment/no incineration/off-site landfilling
(Schemes 5, 6, and 7). :

The total project costs for all schemes that do not employ
incineration are about $16 million. Costs for incineration are
approximately 60 percent higher, approaching $25 million, due to
the capital cost associated with the incinerators.

Capital costs in Schemes 2, 4, 5, 6, and 7 are primarily
attributable to the construction of evaporation ponds. There is
essentially no variation in the total project costs regardless of
whether the wastes are routed to evaporation ponds or exclusively
to an off-base land disposal facility. Although Scheme 5 exhib-
its the lTowest capital costs, total project costs for this scheme
amount to $16 million, which is in the same range as all of the
non-incineration scenarios. Since these costs are mainly a func-
~tion of Class I Tandfill availability, .they are less predictable
than the costs associated with the other schemes. Total esti-
mated project costs for transportation and disposal of all appli-
cable STS wastes to the Kettleman Class I disposal facility will
exceed Casmalia costs by 37, 55, 49, 49, and 38 percent for
Schemes 1, 4, 5, 6, and 7, respectively. However, if VAFB wastes
are disposed of at Kettlemen, and Port Hueneme wastes are tran-
sported to the West Covina facility, the estimated increases for
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Schemes 4, 5, 6, and 7 will be 61, 41, 37, and 40 percent, re-
spectively (Scheme 1 already uses this option). Closure of any
Class I landfill would increase waste input to other landfills,
as well as the rates charged for disposal.

Capital costs presented in Table 6 are expressed in 1985
dollars. Completion of the waste management facilities prior to
1985 would lower the stated capital costs. Construction costs at
most VAFB station set facilities could be decreased by using
equipment and personnel already on hand rather than bringing in
contractors at a later date.

Figure 8 provides a list of the leading agencies involved in
the permitting procedures for operations included in Schemes 1
through 7. Other agencies may either review and comment on the
applications or provide advisory assistance to the ‘leading agen-
cies. Usually, the leading agencies distribute copies of the
application to all interested parties.

Figure 8 also provides information on permitting procedures
for ocean discharge, although this operation is not included in
the above waste management schemes. O0ff-site transport of wastes
by commercial haulers is excluded, since it does not require any
permits for STS-VAFB.

A1l permits shown in Figure 8 are operation permits, with
the exception of the permits for incineration, i.e., the Califor-
nia State Coastal Commission permit and the Santa Barbara Air
Pollution Control District interim permit to construct. The num-
ber of permits/approvals required for each waste management
scheme is given in Table 7.

TASLE 7
NYNGER OF PERMITS/APPROVALS REQUIRED FOR EACH WASTE MARAGEMNENT SCHEME

Maste Menagewent Schewe Permits/hoprevals
: ofr-site
. Bischarge Storage/ Tramsport
Evaporation Class | to Transfler by
N, Description Jrestment incineration Pond Lamdftl} PO Facitiry Mlulgz’ Total Notes
= — — & A — =
1  On-site traateent/off- 2 3 4 L] 1 1 k4 13 | Sevarate EA’s required
site tand disposal/on. fur esch svaporation
site tncinerstion pord, Incimerator per-

witting difficuit dwe to
strict Californts aie
entsstion standards,

7  Om-tite trestment/on- 2 [} L | 2 1 1 4 12.] Sepsrate EA's required
stte landfilling/ne - for each evaporstion
incineration pond and Class 1 Yand-

({11 8

3 On-site trestment/on- 4 3 4 2 1 1 ? 1S { Separate EA's required
site landfilitng: on- for sach evapocation
site incineration pond and Class | land-

fit1.  Incinerater per-

mitting difficuit due to

strict California atr

emisston standards. /

4 Ome-site treatsent/eff- H (] 4. (] [ 1 2 10 | Separate EA’s recvired
site land dispesal/ne . for each evaporation |
tncineratton . . - pond. .

S Al wastes to off-site L] [ 0 ] L) 1 4 3
tand disposal

6 AT) mstes to off-gite d L 2 L] 0 1 2 7| €A required for eva
land disposal except 10c nu:' pord., e
westes fram YAFA

7 ANl vastes to off.site H L] 4 L} L] 1 2 9 | Separate EAs required

land disposal except 10¢ for esch evaporstion
wastes from YAFS; 9 amd .

1S fros PN to YAFS
evaparation pomd

* Pert tweneme oaly.
t Mo permits aceded for tramsport by commercial waste hamlers,
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Submittal
of Compieted
Application

OPERATION

ADDITIONAL

TIME (MONTHS)

REQUIREMENTS fl1]|2]|3]4als5]6

819

10{11f12{13]14|15]16{17[18]19]20

TREATMENT  FACILITY

Approval for Construction
Near Coast

Hazardous Waste Treatment
Facility Permit

INCINERATOR

‘Interim Permit to Construct

Procurement

Installation

Testing of Emissions

Permit to Operate

Hazardous Waste Treatment
Facility Permit

EMISSIONS
MONITORING
AP¢D

APCO

b

EVAPORATION PONO (After Comple-
tion of EIR*)

Evaluation of Potential
Vapor Emissfons

Establishment of Discharge
and Monftoring Requirements

Hazardous Waste Treatment
Facility Permit

GROUND WATER|
MGNITORING

CLASS I LANDFILL (After Comple-
tion of EIR*)

Evaluation of Potentfal
Vapor Emissions

Establishment of Monitoring
Requirements

Hazardous Waste Disposal
Facility Permit

ROUND WATER
ONITORING ANG
ECOROKEEP ING

DISCHARGE TO POTW

Non-Domestic Discharge
Permit

DISCHARGE
MONITORING

OCEAN DISCHARGE (After Comple-
tion of EIR*)

National Pollution Discharge‘ :

Eliminatfon System (NPDES)
Permit )
Federal Consistency Deter-

mination Approval

DISCHARGE
MONITORING

STORAGE/TRANSFER FACILITY

Hazardous Waste Storage
Facility Permit

Record-
keeping

OFF-SITE TRANSPORT 8Y MILITARY

Waste Haulers Registration
Extremely Hazardous Waste
Transport Permit

Record-
keeping

DH$
OHS$

SHERE

KEY TO AGENCY ABBREVIATIONS:
Santa Barbars Afr Pollution Control Ofstrict-

Californfa Department of Health Services
Regional Water Quality Control Board -
California State Coastal Cosmission

Local Kast Tr Facility

Figure 8. Environmental permit time requirements.f

* Based on the assumption that the State of California will

have EPA fnterim status at the time STS-VAFB
permit applications.

submits

* Typtca) EIR comletion time s 18 months; for federal

land, local approval is not required.
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Time spans shown in Figure 8 are estimates of the times
needed for permitting under normal circumstances after submittals
of completed applications., It should be noted that the scop1ng
and approval of the Environmental Impact Reports (EIR's) is per-
formed by the Regional Water Quality Control Board (RWQCB) and
Department of Health Services (DHS); for federal land, local

approval is not required.

9. CONCLUSIONS

The waste management program recommended for minimizing on-
site construction at STS-VAFB would consist of off-site land
disposal of all wastes, except Category 10c from VAFB and Cate-
‘gories 9 and 15 from Port Hueneme. These on-base facilities,

depicted in Figure 9, would consist of:

e Storage/transfer station with an option for solid waste
volume reduction. B

e Evaporation pond at SVAFB for Category 10c waste, with
neutralization prior to discharge.

¢ Filtration for Category 9 and 15 wastes at Port Hueneme
prior to discharge to POTW.

YASIE ON-S1TE TREATMENT ON=SITE_STORAGE AN-SITE DISPOSAL, QFF=SITE DISPOSAL
o ’\ lEVAPonATION mo]
VATER RECYCLE (“’

(OPTIONAL)

LIQuIDS (:xcz" LAND .
DELUGE WATER) —~ DISPOSAL
PN FACILITY
( < COMPACTION ~ Sy —
OPTIONA
soL1o0s e d ‘\ T L) -
~

\—"

VAFB
—

PORT HUENENME

soL1os

LIQUIDS (EXCEPT SRB -
WASH WATERS ANO EEWCS
YASTEWATERS)

SRS WASH
WATERS AND
EEWCS WASTEWATERS

Figure 9. Waste management program recommended for minimizing on-site
construction.
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SECTION II
INTRODUCTION

1. BACKGROUND

Hazardous waste management requires a comprehensive systems
approach to ensure that all components are adequately considered.
The overall management system is illustrated graphically on Fig-

ure 10.

The components are as follows:

Waste Generation - Waste inventory details quantity of

wastes, rate of generation, waste characteristics, degree
of hazards, and source of generation.

Collection/Storage/Transfer/Transport System - Provides a
mechanism for the collection, storage, transfer, and
transport of wastes to processing and disposal facili-
ties. The system capacity and the adequacy of practices
to meet public health and environmental concerns are the
key criteria.

Treatment/Recovery/Disposal System - Provides a mechanism
for treatment and reuse of wastes, whenever possible and
necessary, and their safe disposal. Again, the key cri-
teria are system capacity, and its adequacy to meet envi-
ronmental concerns.

Government Control - Necessary for each component of the
system. The controls include legislation, regulation,
and the attendant enforcement procedures. The control
component is arguably the most important part of the sys-
tem. The other parts cannot function effectively without
systematic application of the controls.

Monitoring - Required to ensure compliance by system par-
ticipants with the appropriate collection, treatment,
recovery, and disposal controls. Monitoring ensures a
degree of protection for public health and the environ-

'-ment, and provides the necessary observation of the en-

tire waste management system.

The above management system should provide an adequate
approach to hazardous waste management.
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Figure 10. A model waste management system.
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An inventory of potentially hazardous solid and liquid
wastes likely to be generated at Vandenberg Air Force Base (VAFB)
during the space transportation system (STS) ground operations
was presented in Volume I of this report. As part of the supple-
ment to the Final Environmental Impact Statement for the STS-
VAFB, this inventory was compiled for both baseline and contin-
gency conditions on a per launch basis, from which annual,
monthly, and total project (i.e., years 1985 through 1994) waste
generation quantities were be developed.

As a result of this detailed hazardous waste inventory, it
was concluded that the STS-VAFB ground operations would generate
a large variety of hazardous materials. Furthermore, a syste-
matic characterization of these wastes revealed that they can
generally be categorized as fuels, general solvents and paint
wastes, industrial wastewater, and combustible and noncombustible
solids.

2. PURPOSE AND REPORT ORGANIZATION

The primary purpose of the work presented in this report 1is
to develop and assess alternative treatment/recovery/disposal

options for the wastes generated by the STS-VAFB program. 1In
Tight of the need to manage these wastes in a safe, legal, and

environmentally sound manner, the objectives of the study pre-
sented in this report are as follows:

® Grouping of similar wastes into treatment categories.

e Feasibility and economic assessments of different
treatment/recovery options, and identification of the
app]icab]e regulatory constraints.

¢ Feasibility and economic assessments of different dis-
posal options, and overview of the related regulatory
aspects.

®¢ Analyses of the support functions for treatment/recovery/
disposal alternatives.

® Formulation of different management schemes by combining
the above elements and developing comparative cost esti-
mates.

bel A more detailed discussion of the above items is given
elow. . :

a. Grouping of Wastes

It is necessary to classify wastes into groups which are
identifiable by their similar and/or unique treatment/recovery/
disposal pathways. From this classification, the different
facilities and handling systems required by each group can be
determined. A1l wastes within each group need to be compatible
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with each other, and the group's compatibility with wastes in
other groups must be assessable in order to organize handling
procedures, A discussion of hazardous waste grouping into treat-
ment categories is provided in Section III. ©Detailed information
on the waste streams within each category is given in Volume III,

Appendix A,
b. Treatment/Recovery

There are many technologies currently available for treating
hazardous wastes for reuse, or for disposal to land or publicly
owned treatment works (POTW's). Waste treatment or processing
(including treatment for recovery) can eliminate or reduce the
degree of hazard posed by the waste, render the waste more amen-
able for reuse/recycle/recovery, and/or result in waste reduc-
tion. Residues with low or no environmental hazard potential
result from this treatment; these residues must be disposed of
appropriately.

Section IV discusses the feasible treatment technologies
available to treat space shuttle hazardous wastes for reuse or
for disposal to land or public facilities. Some of these wastes
are considered recyclable by the State of California, and the )
generator may be required to justify any intent to dispose with-
out recycling, as specified in the California Administrative
Code, Title 22 (see Volume III, Appendix B). Recyclable wastes
are pointed out in the text and the type(s) of treatment neces-
sary prior to recycling are discussed. Applicable treatment
technologies are presented for all waste types which can or must
be treated before disposal. Estimates of capital costs (in 1980
and 1985 dollars) and annual operating costs for each year of the
project (1985 through 1994) are developed for each treatment
method discussed in detail. 1In general, only proven treatment
technologies are considered, although promising experimental or
proposed alternatives may be mentioned.

c. Disposal

The majority of hazardous wastes are presently disposed of
by landfilling and/or surface impoundments. Some hazardous waste
disposal occurs at specialized incinerators; however, only small
waste quantities are usually involved.

Section V of this report presents engineering and/or eco-
nomic evaluations of STS-VAFB hazardous waste disposal alterna-
tives and the associated regulatory constraints. The alterna-
tives investigated include on-site (on-base) landfilling and sur-
face impoundments, off-site landfilling, and on-site and off-site
incineration. Since a major concern facing both government and
industry is the siting of disposal facilities, special attention
is given to the site investigation aspects of an on-site Class I
landfill. Several alternative off-site Class I landfill sites
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are also surveyed. Landfill capacity, a newly recognized prob-
lem, is given special consideration. Details on hazardous waste
land disposal site regulations are given in Volume III, Appendix
c.

d. Collection/Storage/Transfer/Transport

The use of inadequate storage facilities is a common problem
in the United States and elsewhere. Spills or leaks of chemicals
from defective or corroded containers can result in fires and
explosions, release of potentially poisonous vapors, and diffi-
cult and costly cleanup and disposal problems. Attention is thus
given in Section VI to this support function for hazardous waste
management, with emphasis on segregation of chemically incompat-
ible wastes, storage containers and their labeling, and record-
keeping.

The collection and transport of hazardous wastes account for
a major cost of overall waste management in the United States.
The increasing cost of fuel, the use of specialty waste transpor-
tation vehicles, and the decrease in the number of approved dis-
posal sites are primarily responsible for high collection/
transportation-related costs. The type of equipment and acces-
sories required to collect and transport hazardous wastes depends
largely on the characteristics of the wastes, the hauling dis-
tance, and the destination of the waste (e.g., transfer station,
treatment facility, disposal site). These aspects of waste man-
agement are discussed and examined in terms of their associated
costs in Sections V and VI. A full list of hazardous waste haul-
ers registered in the State of California is provided in Volume
IIT, Appendix D.

Hazardous waste transfer facilities sometimes provide a
range of services beyond the receipt and consolidation of wastes
for transport to disposal sites. It is not uncommon for hazard-
ous waste transfer stations to provide storage facilities for
subsequent treatment/recycle, as well as waste volume reduction
facilities (e.g., compactors, shredders). A conceptual design of
an on-site storage/transfer facility for STS-VAFB hazardous
wastes, along with projected capital and 0&M costs, is given in
Section VI. Relevant regulatory requirements are given in Volume
III, Appendices E through H.

e. Overall Waste Management Systems

Sections IV, V, and VI present information on waste handling
operations and associated technologies/methods that are being or
can be used for hazardous waste management. Each technology/
method is defined in terms of its technical features and its
applicability to a particular waste category (or categories).

The above three sections also include projected estimated costs
for owning and operating the investigated waste treatment and
disposal facilities, including all of their supporting systems.
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In Section VII, the selected technologies/methods are com-
bined into several alternative waste management options. These
alternative scenarios are discussed and evaluated with respect to
pertinent engineering and economic factors.

Any on-site activities involving the storage, collection,
transfer, treatment, or disposal of hazardous wastes will require
a permit to operate. An Environmental Impact Statement/Report
(EIS) will be required as part of the permitting process for any
waste management scheme. A flow chart and description of the
most important elements to be included in an EIS are presented in

Volume III, Appendix I.

Table 8 Tists the civil and criminal penalties for failure
to comply with various federal statutes. All of the federal
statutes listed in Table 8, as well as state and regional stat-
utes indicated throughout this report, are discussed to facili-
tate planning and development in compliance with these regula-
tions. -

Possible future changes in local, state, and federal laws
pertaining to hazardous waste disposal, and the resulting eco-
nomic impacts of these laws, are impossible to accurately pre-
dict. The U.S. EPA is beginning to favor incineration over land
disposal, and may thus relax air emission standards for hazardous
waste incineration. This will reduce the costs of incineration

options. .
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SECTION III

HAZARDOUS WASTE CHARACTERIZATION AND TREATMENT/REUSE/
DISPOSAL OPTIONS

1. INTRODUCTION

An essential early step in any discussion of treatment, re-
use, and/or disposal of wastes from the space shuttle ground
operations is the grouping of similar wastes into treatment cate-
gories. Many of the STS wastes are compatible in terms.of chemi-
cal and physical properties so that they can be readily mixed and
treated or disposed of together. These wastes then constitute a
treatment category. In developing the treatment categories for

- the STS-VAFB, those categories already defined for Kennedy Space

Center (KSC) were used to the extent possible to facilitate com-
parisons between the two areas. The twelve treatment categories
are:

e Category 1: Recoverable Freon Wastes.

o Category 2: Hypergolic Fuels and Hypergolic Fuel-
, "~ Contaminated Water and Alcohol.

e C(Category 3: Group I Hydrocarbon Naste§.

o Category 4: Bilge Water and Water Codtaminated with 0il.
e Category 5: Group II Hydrocarbon Wastes.

e C(Category 8: Acids, Bases, and Aquéous Solutions Contami-

nated with Metal Ions.

e Category 9: Solid Rocket Booster Rinse Water Wastes.

¢ Category 10: Acidic and Basic Wastes Which Contain No
Significant Metal Ions (Plus Oxidizer
Wastes).

® Category 11: Fuel Vapor Scrubber Wastes.

e Category 13: Combustible Solids.

¢ Category 14: Noncombustible Solids.

¢ Category 15: Miscellaneous Wastewaters.
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Categories 6, 7, and 12 are specific for KSC operations;
there are no counterpoint wastes from STS-VAFB.

The treatment categories are described in more detail below.
Table 9 gives the total annual quantities of wastes generated in
each treatment category for each year of the space shuttle pro-
gram at VAFB. This table was generated from a list of the STS-
VAFB wastes by treatment category, showing the baseline per
launch and contingency quantities, and from a list of wastes
generated per station set, showing the treatment category as-
signed to each waste (Tables A-1, A-2, and A-3 in Appendix A).

2. TREATMENT CATEGORIES

In general, the descriptions of the STS-VAFB treatment cate-
gories parallel those at KSC. However, there are some signifi-
cant differences. It is thus necessary to provide specific de-
scriptions for the STS-VAFB which are consistent with the nomen-
clature and identifications developed elsewhere in this study.

Category 1 includes freon from flushing operations and SCAPE
suit cleaning/decontamination. A1l SO-Freon wastes are in Cate-
gory 1. However, freon metal-cleaning solvents or solvent mix-
tures containing freon are not included.

Category 2 includes hypergolic fuels (hydrazine, monomethyl
hydrazine, aerozine 50, and UDMH) either as waste fuel or in
water or alcohol from tank draining and purging and spill clean-
up. A1l catalytic bed washwater (CB), fuel spill cleanup (FS),
hydrazine (HY), and monomethyl hydrazine wastes are included in
this category. For the purposes of treatment and disposal, this
category is divided into two subcategories: waste fuels, and
wastewaters containing fuels. :

Category 3 includes petroleum-based lubricants, greases,
motor oils, gasoline, hydraulic fluids, and Group I hydrocarbon
solvents (i.e., unsubstituted solvents, such as heptane). A1l
fuel, o0il, and grease spills (except bilge wastes) (F0), hy-
qragIZCdfluids (HF), and nonaqueous preservative wastes (PR) are
included.

Category 4 is ocean vessel condensate contaminated with oil.
Bilge wastes are produced only at Station Set V-32.

Category 5 includes a variety of organic wastes, such as -

. halogenated hydrocarbon solvents (i.e., Group II hydrocarbon sol-

vents), cleaning solvents, paints and paint wastes, paint strip-
pers, foam monomers, adhesive wastes, etc. Most AW, IN, PA, and

SO wastes fall into this category.

Category 8 for STS-VAFB includes only wastewater containing
alodine from Station Set V-31, and KOH battery fluids from Sta-
tion Set V-32. No other wastewaters containing significant
levels of toxic metals were identified for STS-VAFB.
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Category 9 includes all SRB wash and rinse waters generated
at Station Set V-32. These wastewaters may contain surfactants,
seawater, and traces of solid rocket propellant, although in low
concentrations.

Category 10 includes general acid and base wastewaters,
waste hypergolic oxidizer, and wastewaters containing oxidizer.
A1l alkaline cleaning solutions (AL), ammonia wastewaters (NH),
nitrogen tetroxide wastewaters (NO), oxidizer spill cleanup
wastes (0S), and quench water wastes (QW) fall into this cate-
gory. For the purposes of treatment and disposal, it is useful
to divide this category into three subcategories: waste oxi-
dizer, wastewaters containing oxidizer, and general acid/base
wastewaters. Oxidizer and oxidizer wastewaters are included in
this category, because they can form nitric acid in water.

Category 11 includes effluent from the hypergolic fuel-vapor
scrubbers (all HS wastes). There are a total of six scrubbers,
four of which have a maximum capacity of 400 gal per launch, and
two with a maximum capacity of 200 gal per launch. The scrubber
effluent is expected to contain 1 to 2 percent hydrazine; in
addition, it may contain some hydrazine reaction products. This
waste category is essentially the same as Category 2b.

Category 13 contains all combustible solid hazardous wastes
generated by the STS-VAFB. These include solvent-contaminated
rags from the orbiter cleaning, solid foam or polymer scraps,
solid insulation wastes, used paint brushes, contaminated air
filters, drop cloths, etc.

Category 14 contains all noncombustible solid hazardous
wastes. These include empty containers, battery casings, and
noncombustible polymers. A few normally combustible solids are
included in this category, because they might contain materials
that should not be incinerated (e.g., beryllium dust, asbestos).

Category 15 includes miscellaneous wastewaters not readily
classifiable elsewhere. These wastewaters have a generally high
COD (up to 1 percent organics on the average) and little, if any,
metal contamination. They include emergency eyewash and shower
wastes, general cleanup wastewaters, wastewaters contaminated
with organic solvents (e.g., MEK), and insulation and paint-
stripping wastewaters. These last wastes may contain traces of -
organometallics from the paints. Al1 EEW&S wastewater (EW),
insulation wastewater (IW), and solvent wastewater (SW) fall into
this category. :

3. TREATMENT/RECOVERY/DISPOSAL OPTIONS

Table 10 gives a general overview of the treatment and dis-
posal options available for the STS-VAFB hazardous wastes. Only

those methods considered technically feasible for space shuttle
wastes were considered. There are a variety of treatment and

disposal methods which are, at this writing, too new, exotic, or
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complex to be of immediate application. Such methods as encapsu-
lation, microwave decomposition, and electrophoresis may become
viable treatment/disposal alternatives before 1994, but they are
not sufficiently advanced at the present time to determine the
extent of their applicability or to develop realistic conceptual
designs and cost estimates. Other conventional methods, such as
reverse osmosis, trickling filters, activated sludge, and waste-
water distillation, were eliminated, because the nature of the
wastes (chemical composition, quantities, generation characteris-
tics, etc.) limits their applicability. A1l wastes can be
treated, recycled, or disposed of with existing available
technology.
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SECTION IV
HAZARDOUS WASTE TREATMENT OPTIONS

1. INTRODUCTION

In this section of the report, each category of hazardous
waste will be discussed in terms of existing and projected treat-
ment requirements. In evaluating waste treatment alternatives,
special attention was given to:

e Determining the ability of the treatment systemé to pro-
vide a level of treatment which will comply with the cur-
rent environmental laws and standards.

¢ Determining the adequacy of the treatment systems to meet
the demands which will be placed upon them during the
shuttle program,

Under California law (Title 22, Division 4, Chapter 30,
Article 12, see Appendix B), some hazardous wastes are considered
recyclable. If these wastes are not recycled, the State Health
Department may request that the Air Force provide written justi-
fication for not having recycled the waste. Presently, there is
no penalty for not recycling these wastes. In the discussion of
treatment categories that follows, those wastes subject to this
law will be noted, and possible treatment/reuse systems will be
evaluated.

Capital and operating cost estimates were developed for each
treatment technology/system considered cost-effective and di-
rectly applicable without extensive research. Capital costs are
shown in 1980 and 1985 dollars. The economic scale-up factors
used to develop the 1985 costs (1.58 for construction, and 1.67
for materials)” are based on the cost increase from 1975 to 1980.
Operating cost scale-up from 1980 to 1985 is based on labor cost
increases from 1975 to 1980; yearly operating cost increases for
1985 to 1994 are based on the average yearly labor cost increases
from 1970 to 1980. A1l cost indices were drawn. from economic
information presented in Engineering News-Record.

* These same factors, where applicable, were used for developing
cost estimates presented in other sections of this report.
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2. GOVERNING REGULATIONS

In accordance with Section 60189, Title 22, California Ad-
ministrative Code, an Operation Plan must be submitted to the
Department of Health Services by any organization which has
applied for an Operating Permit for a hazardous waste facility.
Operators of either on-site or off-site facilities must apply for
a permit and submit an Operation Plan. Hazardous waste facili-
ties which require permitting include transfer stations, storage,
treatment, and disposal facilities, and hazardous waste resource
recovery facilities. On-site storage facilities which store haz-
ardous wastes for less than 60 days are exempt from the permit
requirement.

To a large extent, the Operation Plan will provide the in-
formation on which the findings and conditions of the permit will
be based. Consequently, the plan should present information in
sufficient detail to provide a clear understanding of the charac-
teristics of the site; the physical facilities, equipment, oper-
ating procedures, and personnel available; and the provisions for
responding appropriately to emergencies and other contingencies.

The Operation Plan must include:

¢ Facility identification - name, address, location; name
and address of owner and persons responsible for prepar-
ing the plan; general statement of the type(s) of waste
management activities to take place at the facility;
facility map or layout.

® Waste characterization - types; physical and chemical
characteristics; weight or volume.

® Major physical facilities - description of the major ele-
ments to provide for treatment, storage, disposal, and
reclamation of wastes; description of design features,
size, materials of construction.

e Facility equipment and devices - waste handling equip-
ment, safety equipment, security, lighting, and water

supply.

¢ General operating procedures - procedures for receiving
and identifying hazardous wastes; deployment of person-
nel; supervision of handling and disposal of wastes; con-
trol of wastes at facility; and facility closure plans.

¢ Personnel - staff requirements, training, and supervi-
sion.

¢ Contingency plan.
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3. CATEGORY 1: FREON WASTES

This category includes approximately 2,300 kg (5,340 1b) of
freon from equipment and launchpad flushing, and SCAPE suit
cleaning for 1985, The freon may be contaminated with dirt, hy-
pergolic fuel or oxidizer, or organic solvent. Freon is also
used in the fire suppression systems (i.e., electrical equipment,
computer room, etc.); this usage results in gaseous products, and
is thus excluded from this study. Most freons are stable and
chemically inert, and do_ not respond to chemical/biological
treatment or disposal by incineration. The only other disposal

option is landfilling.

However, freon is a recyclable hazardous waste. At a pro-
jected 1985 cost of over $13 per gal ($3.50 per 1), reclamation
may become particularly attractive. Reclamation may be accomp-
lished either on site by simple distillation or by commercial
solvent reclaimers. Table 11 lists some of the major chemical
reclamation companies in California, and depicts STS-VAFB waste
chemicals presently acceptable for reclamation. The economics of
recycling contaminated solvents vary widely depending on the
demand for the reclaimed products. Namely, the Air Force would
be required to pay for freon reclaimed for Air Force use. If,
however, the reclaimer intends to sell the purified product, the
Air Force might be paid for the waste freon, with the fee vari-
able depending on the demand for the reclaimed solvent. Values
of such recoverable wastes are given in Table 12.

Fractional distillation on site could produce a reusable
freon. The capital cost, including installation, for a basic
system to recover Group I wastes would be $27,500 (FY 1980); this
system would consist of a 60 gal/hr still, compressor, safety
controls, pump, piping, four 300-gal tanks, and two 600-gal-
tanks. The reclaimed freon would probably be a mixture of freon
compounds, unless a sophisticated distillation/quality control
system were employed, but even the mixed freons would probably be
of sufficient quality for most flushing purposes. Freon contami-
nated with oxidizer could not be mixed and distilled with other
freons without chemical pretreatment to neutralize the oxidizer.
Sodium hydroxide can be used to convert the oxidizer to sodium
nitrate and sodium nitrite.

4. CATEGORY 2: HYPERGOLIC FUEL WASTES AND HYPERGOLIC FUEL-
CONTAMINATED WATER AND ALCOHOL

For the purposes of treatment and disposal evaluations, this

category can be divided into two subcategories: (a) Fuel wastes
from spills or from orbiter draining, and (b) wastewaters/

alcohols contaminated with hypergolic fuels.

Although both are extremely hazardous under California
guidelines, their treatment and disposal problems are different.
Figure 11 presents a schematic of the treatment options avail-
able.
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Fuels drained from the orbiter after a normal flight or an
abort can be considered to still be of fuel-grade quality.
Ideally, these fuels could be drained into a holding tank and
reused. This may not be practical for Air Force purposes, how-
ever. The fuel is of sufficient purity that it might be usable
in certain industrial processes; the Air Force might consider
using a waste exchange or reclaimer to salvage and sell this
waste, or to return it to the manufacturer for reclamation.
While not mentioned specifically as a recyclable hazardous waste,
commercial chemical products including unused laboratory-grade
products are included. The Air Force might have to justify any
treatment or disposal of these fuels.

Fuel spills, on the other hand, are no longer pure chemi-
cals. They may be contaminated with dirt, water, oil and grease,
and vapor suppression agents, as well as oxidation products from
exposure to air. Purification of contaminated hydrazines is not
a simple process, requiring sophisticated equipment and process
control. It is unlikely that either the Air Force or commercial
reclaimers would be willing to dedicate the resources necessary
to reclaim contaminated fuels. A supplier might be willing to
accept it, but this would be solely the decision of the individ-
ual supplier, and is by no means certain. Treatment and disposal
is a more likely alternative. Although disposal will be dis-
cussed more fully later in this report, some aspects of disposal
are mentioned briefly below.

Hypergolic fuel wastes are incinerable. The Air Force
re?ortedly has a system of 10 trailer-mounted incinerators cap-
able of incinerating up to 22.7 1 (6 gal) per minute of hydrazine
and hydrazine mixtures. The combustion efficiency of these
incinerators is unknown. Land disposal is another possibility,
although some operating Class I landfills refuse to accept hyper-
gols without some type of pretreatment or mixing to render them
unreactive. Hydrazines can be chemically oxidized to nitrogen
and chloride salts with hypochlorite, but with highly concen-
trated wastes, the reaction may be too vigorous to control. Fuel
wastes could conceivably be fed slowly into a chemical reaction
vessel used to treat wastewaters containing hypergolic fuels.
Wet-air oxidation is a relatively new technology as applied to
this type of waste, but it may represent a viable alternative.
Theoretically, hydrazine could be oxidized to nitrogen and water.
However, the applicability of wet-air oxidation to hydrazine
treatment has not been demonstrated on a full scale; thus, the
treatment technology is unproven. It might be feasible to inject
waste hypergolic fuels and oxidizer into a controlled reaction
chamber, This, in effect, “incinerates" both wastes, and pro-
vides a potential heat or power source.

Wastewaters containing hypergolic fuels are usually amenable

to chemical treatment with hypochlorite. 1In general, the reac-
tion proceeds as follows:

NoHg + 20CT - ey NZ' + 2Hp0 + 2C1-

43




If substituted hydrazines are treated, the reaction products can
include methanol, formaldehyde, and formic acid. An elevated pH
is necessary to prevent the formation of chlorine gas, explosive
NCl13, or carcinogenic nitrosamines. Hydrazine in water is natur-
ally basic, however, and alkaline additives may be unnecessary.
Hydrogen peroxide is also a good oxidizing agent for dilute hy-
drazine solutions, although a copper catalyst (e.g., CuS0q°6H50)
is required to cause the reaction to proceed at a reasonable
rate. '

These wastewaters may also be treated with ozone.. At an
elevated pH and particularly in the presence of UV 1ight, ozone
can significantly reduce the aqueous half-lives of hydrazine
compounds. However, ozone, if used to treat unsymmetrical
dimethyl hydrazine (UDMH), can yield nitrosamines. Tables 13 and
14 present cost estimates for chemical treatment of fuel-contami-
nated wastewaters, '

Wastewaters containing hydrazines may be amenable to certain
types of biological treatment. Any biological system with a long
retention time (e.g., 10 to 25 days) and the ability to handle
plug flows and discontinuous feeds could be feasible. This could
include aeration basins, oxidation ponds, and lagoons. These re-
quirements exclude such systems as conventional activated sludge
units, trickling filters, bio-discs, etc. Tests with activated
sludge units, for instance, have demonstrated that rigid controls
are required to keep influent hydrazine concentrations below
1 mg/1, the "no effect" level. Continuous influent hydrazine
concentrations above 10 mg/1 seriously degrade removal capabili-
ties of activated sludge. High influent concentrations will have
a temporary deleterious effect on the feasible biological systems
as well, but the extended retention times (over 10 days) allow
sufficient time for system recovery. Testing would be necessary
to ensure that biological treatment could produce a safe efflu-
ent, although the combination of air oxidation and biodegradation
should be efficient. Table 15 presents cost estimates for bio-
logical treatment.

Disposal of these biologically or chemically treated waste-
waters to a sanitary- sewer system for further treatment by a con-
ventional POTW is a possibility, but the presence of copper,
chloride, and/or high concentrations of organics may present a
problem. Chloride is a particular problem in the salt-sensitive
Santa Ynez River basin. Before discharge to a wastewater treat-
ment facility off of the base, further treatment such as deioni-
zation or carbon filtration may be necessary to ensure that this
- wastewater will not upset a conventional treatment plant (see
Appendix J for source control parameters).

However, further testing would be needed to establish the
efficiencies of these polishing steps on the high-strength waste-
waters. Table 16 presents cost estimates for carbon filtration.
Even if carbon filtration could efficiently remove hydrazine, the
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TABLE 13

CATEGORY 2b. CHEMICAL OXIDATION
' OPTION 1

System: .Batch process
Use NaOH to keep the pH high
Use Ca(0C1), as oxidant *
NVAFB and SGAFB 2b wastes treated separately
Volumes treated: 180 gal/launch at NVAFB
800 gal/launch at SVAFB

Capital Costs 1980 . 1985 -

NVAFB SVAFB NVAFB SVAFB

Tanks and mixers $4,000 $4,000 $6,680 $6,680
Pumps and piping 4,000 5,000 6,680 8,350
Chemical feed - 5,000 6,000 8,350 10,020
Venting 3,000 3,000 5,010 5,010
Electrical and instrumentation 8,000 8,000 13,360 13,360
Sitework and miscellaneous 4,000 5,000 6,320 7,900
Total 28,000 34,000 46,400 51,320

System Total A $62,000 $97,720

Operating and Maintenance Per Launch

1980
NVAFB ’ SVAFB
Power $10 $20
Labor 60 80
Chemicals 70 320
Miscel laneous 150 200
Total 290 620
System Total $910

Total Annual 0&M Per Project Year
01985 . 1986 1987 1988 1989 1990 1991 1992 1993 1994
$5,640 9,170 16,380 26,340 28,120 29,760 31,400 33,170 34,940 36,580

* V32 produces only very small quantities of 2b wastes, and is not included
in this estimate.
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TABLE 14

CATEGORY 2b.

OPTION 2

CHEMICAL OXIDATION

System: Al1 2b wastes treated together (including Port Hueneme's)

Batch process

NaOH and Ca(0C1), treatment chemicals
Volume treated: 1,010 gal/launch

Capital Cost

Tanks and mixers
Pumps and piping
Chemical feed
Venting

Electrical and instrumentation

Sitework and miscellaneous
Total |

Operating and Maintenance Per Launch

Power

Labor
Chemicals
Miscellaneous

Total

Total Annual 0&M Per Project Year

1985 1986 1987 1988 1989

1980
$9,000
6,000
7,000
4,000
9,000
_7,000
$42,000

1980

$35

90

405

250

$780

1990 1991

1985

$15,030
10,020
11,690
6,680
15,030
11,060

$69,510

1992 1993 1994

$4,840 7,860 14,040 22,580 24,100 25,510 26,910
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TABLE 15
CATEGORY 2b. AERATED LAGOON
System: Al1 Category 2b wastes treated together

Assumes hydrazine biodegradable in 15-30 days
Volume treated: 1,010 gal/launch

Capital Cost 1980 1985
Aeration Basin $4,000 6,320
Fencing 2,000 3,340
Piping & pumping 7,000 11,690
Aeration 3,000 5,010
Electrical & instrumentation 6,000 10,020
Miscellaneous & sitework 6,000 9,480

Total $28,000 45,860

Operating and Maintenance Per Launch

1980

Labor - $150
Power 130
Miscellaneous . 200
Total $480

Total Annual 0&M Per Project Year
1985 . 1986 1987 1988 1989 1990 1991 1992 1993 1994

$2,980 4,840 8,640 13,900 14,830 15,700 16,560 17,500 18,430 19,300

47




TABLE 16
CATEGORY 2b.

System: Single column carbon filtration
30 minutes empty bed contact
~ Assumes 1% waste strength treatable by

Volume treated:

ACTIVATED CARBON

600 1b carbon

180 gal/launch at NVAFB

800 gal/launch at SVAFB

48

Combined: 1,010 gal/launch
Capital Cost 1980 1985
NVAFB  SVAFB  Combined NVAFB SVAFB  Combined
Carbon columns $2,000 ‘2,500 3,000 $3,340 4,175 5,010
Pumps & piping 3,000 4,000 5,000 5,010 6,680 8,350
Tankage - 1,000 3,000 3,000 1,670 5,010 5,010
Electrical and
instrumentation 4,000 5,000 6,000 6,680 8,350 10,020
Miscellaneous and
sitework 2,000 3,000 3,000 3,160 4,740 4,740
Total $12,000 17,500 20,000 $19,860 28,955 33,130
System Total $29,000  $20,000 $48,815  $33,130
Operating and Maintenance Per Launch -
1980
NVAFB SVAFB . Combined
Power $1 1.5 1.5
Labor 15 20 20
Carbon 0.1 0.4 0.5
Miscel Taneous 25 30 30
Total 42 52 52
System Total $94 $52
Total Annual 0&M Per Project Year
- Separate Systems:
1985 ‘1986 1987 1988 1989 1990 1991 1992 1993 1994
$580 950 1,690 ' 2,720 2,900 3,070 3,240 3,430 3,610 3,780
Combined Systems:
$320 520 %0 1,510 1,610 1,700 1,790 1,900 2,000 2,090




high concentrations in the space shuttle wastewaters would proba-
bly necessitate frequent recharging or replacement of the carbon
(ranging from a few hours to a few days during peak operation
periods?, or construction of a treatment facility with extremely
large capacity. The use of carbon as a polishing step is a much
more reasonable application of the carbon filter.

An alternative to discharging the treated wastes to a sani-
tary sewer would be discharge to a lined evaporation basin. Con-
ventional landspreading would probably not be permitted by the
Regional Water Quality Control Board, due to the nature of the
ground water under the base and the contaminants in the waste-
water. However, lined evaporation basins, coupled with leachate
collection systems, provide an effective means of disposing of .
the wastewater without advanced treatment or fear of ground water
degradation. Cost estimates for an evaporatus pond capable of
handling treated 2b, 10b, and 10c wastes are given in Table 17.

In fact, an evaporation basin was investigated as a treat-
ment alternative, eliminating the chemical treatment. Hydrazine,
monomethyl hydrazine (MMH), and UDMH are all oxidized in water
with half-lives at pH 7 of 5 days, 7 days, and 10 days, respec-
tively (Personal Communication, John Edwards to J. R. Marsh,
November 1980).- Half-lives are shortened at elevated pH, which
is the natural characteristic of these wastewaters. The use of
copper(II) as a catalyst can shorten half-lives significantly.
The presence of any biological activity in the basin may serve to
degrade the fuel or its oxidation products still further. With
evaporation from open water bodies exceeding precipitation by
almost two to one at VAFB, a large evaporation pond would be able
to treat and dispose of the wastes generated during the projected
launch schedule. There is a possible drawback in that the hydra-
zines and their degradation products are volatile, and could be
emitted from a basin as a vapor.

A study was performed on the environmental chemistry of
hydrazine by the Air Force Eggineering and Services Center, Tyn-
dall Air Force Base, Florida . According to this study, hydra-
zine liquid must be diluted with almost 1,000 parts of water
before the vapor concentration immediately above the fuel solu-
tion meets the Threshhold Limit Value (TLV) accepted by the Air
Force (0.13 mg/m3). If all wastes suggested for discharge to
this evaporation pond are discharged in the quantities and con-

* Zirrolli, J. A., B. A. Braun, T. B. Stauffer, D. A. Stone, and
M. G. MacNaughton. Environmental Chemistry of Hydrazine Fuels.
Air Force Engineering and Services Center, Tyndall Air Force
Base, Florida. Presented at the 1980 JANNAF Safety and Envi-
ronmental Specialist Session, March 12, 1980, Monterey, Cali-
fornia. CPIA Publication 313, April 1980. ‘
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TABLE 17

COST ESTIMATE FOR EVAPORATION POND FOR
TREATED 2b, 10b, and 10c WASTES

| 1500' x 1500' Surface by 4' SWD Evaporation Pond

*Costs

Clearing & Grubbing ($500/ac)
Earthwork (120,000 cy @ $2.75)
Lining (2,350,000 SF @ $1.80/SF)
Piping & Drainage

Fencing (6,400' @ $8)
Miscellaneous

}" Annual 0&M Costs

Labor (3.0 hr/day)
Miscellaneous

Total 0&M Costs by Project Year

1985 1986 1987 1988 1989

1980
$4,000
330,000
4,230,000
75,000
51,000
90,000

$4,780,000

1980

$10,950
10,000

$20,950

1990 1991 1992

1985 -

$6,300
521,400
6,683,400
118,500
80,600
142,200

$7,552,400

1985

$18,300
15,800

$34,100

Project
1993 1994 Total

34,100 36,400 40,100 44,100 48,500
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centrations anticipated, the maximum hydrazine concentration in
the pond will be approximately 200 mg/1, which is considerably
less than the 1,000 mg/1 concentration mentioned above.

5. CATEGORY 3: GROUP I HYDROCARBON WASTES

Category 3 includes petroleum-based lubricants, greases,
motor oils, gasoline, fuels, and hydraulic fluids from equipment
maintenance and spills, and Group I hydrocarbon solvents (i.e.,
unsubstituted solvents such as heptane). All of these wastes,
totaling 575 gal (2,177 1) for 1985, are considered recyclable
under California hazardous waste regulations. It is conceivable
that some type of re-refining or fractional distillation/reformu-
lation (Figure 12) could be done on the base, but the generally
small quantities of wastes under discussion render such a choice
uneconomical. Several of the solvent reclaiming operations
listed in Table 12 also handle waste oils, lubricants, and hy-
draulic fluids. On the other hand, these wastes are all combus-
tible, and can be used as fuels in conventional oil burners or
incinerators with heat exchangers.

With the exception of re-refining, there are no treatment
options for Category 3 wastes. They can either be disposed of by
incineration or landfilling, or they can be reclaimed. VAFB cur-
rently has a contract with the Defense Property Disposal O0ffice
(DPDO) for collection of Group I hydrocarbon wastes. STS wastes
:n this category could be segregated for inclusion in DPDO col-

ections.

6. CATEGORY 4: BILGE WASTES

Bilge waste is essentially ocean vessel condensate water
~contaminated with sea water and oil., All Category 4 wastes are
generated by the SRB recovery boats at Station Set V32 at Port
Hueneme. A crucial step in treating bilge waste is to separate

the oil from the water. Under federal law (40 CFR 110), oil
(including oily bilge wastes) cannot be discharged to the ocean.
The o0il is difficult to treat biologically, particularly if in
high concentrations, and will foul many treatment processes.
Consequently, as much oil as possible must be removed from the
water. '

The typical approach is simple gravity separation. Since
the oil and water are not miscible, they will separate naturally
if allowed to remain quiescent for a period of time. The oil
will either float to the surface or settle to the bottom, depend-
ing on its chemical characteristics, and can be skimmed off or
drained. If the o0il has become partially emulsified and droplets
of oil are suspended in water, it may be necessary to utilize air
flotation to break up the emulsification and to bring all of the
oil to the surface., Without a reasonable estimate of waste quan-
tity, a single cost estimate cannot be generated, since a size
cannot be specified.
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Once it has been separated from the water, the o0il can be
further treated for reuse, or it can be incinerated or otherwise
disposed. The water will require further treatment., If the salt
content is low, the water may be dischargeable directly to the
local POTW. If this option is not available, it may be necessary
to treat the water on site with some simple biological treatment,
e.g., an oxidation ditch. It may be possible to discharge the
water back to the ocean if the oil removal efficiency is high
enough. Acceptability for ocean disposal is determined on a
case-by-case basis through the State Coastal Commission and the
Regional Water Quality Control Board. This type of discharge
would require an NPDES permit specifying the limitations for the
level of pollutants in the authorized discharge (40 CFR 125).

Additional facilities for the treatment of bilge wastes may
not be required. The specifications for Station Set 32 state
that the Port Hueneme Navy Base will furnish industrial waste
treatment facilities. It is assumed that the base has major
bilge waste treatment systems, and space shuttle program bilge
wastes should not add appreciably to the quantities routinely
handled by the Navy.

7. CATEGORY 5: GROUP II HYDROCARBON WASTES

Category 5 includes halogenated hydrocarbon solvents, clean-
ing solvents, paints and paint wastes, paint strippers, insula-
tion monomers, etc., totaling 4,328 gal (16,384 1) in 1985.
Approximately 94 percent (by volume) of this category is the sol-
vent fraction, and is thus considered recyclable and is encou-
raged under State of California hazardous waste regulations.
Fractional distillation, preceded by some type of solids removal,
could be used to reclaim these solvents (Figure 12). Sophisti-
cated process controls and quality control are required to make
solvent recovery a viable alternative. In general, many indus-
tries with a large volume of solvent waste use a commercial sol-
vent reclaimer (Table 12), rather than incur the expense of
installing and operating the equipment needed to reclaim sol-
vents. The capital cost, including installation, for a basic
system (consisting of a 60-gal/hr still, compressor, safety con-
trols, pump, piping, and two 600-gal holding tanks) to recover
Group II hydrocarbons would be $16,500 (FY 1980). Comments made
earlier regarding Categories 1 and 3 are applicable for Category
5 as well. 1If not reclaimed, Category 5 wastes can be incinera-
ted without prior solids removal. Currently, the local DPDO unit
will not accept these solvents for disposal or reclamation. How-
ever, a December 1980 DPDS message identifies many of the sol-
vents that DPDO will begin to take by the end of FY 1981.

8. CATEGORY 8: ACIDS, BASES, AND AQUEOUS SOLUTIONS CONTAINING
METAL IONS

Category 8 includes potassium hydroxide solutions emptied

from batteries and wastewaters contaminated with alodine (chromic
acid and ferricyanide). Treatment of these wastewaters involves
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two operations: pH adjustment, and metal removal. Both opera-
tions can be conducted in a single unit as a two-stage batch pro-
cess (Figure 13). Because of the small quantities of Category 8
wastewaters generated, it would be feasible to mix the Port Hue-
neme and VAFB wastes. This may eliminate the need for purchasing
chemicals for initial pH adjustment, as VAFB Category 8 wastes
are acidic while those from Port Hueneme are basic. Hypochlorite
and metabisulfite would be needed to precipitate the chromium and
to oxidize the cyanide fraction of these wastes. This procedure
produces 4.5 to 9 kg (10 to 20 1b) of chemical sludge per launch
which can be removed from the reaction tank, dried, and hauled to
a Class I disposal site for landfilling. Table 18 presents the
costs for the chemical treatment of Category 8 wastewaters.

The only alternative to chemical treatment is landfilling.
Namely, it might be simpler to seal the wastes into a drum for
land disposal, since only one 55-gal drum of Category 8 wastes is
produced per launch.

9. CATEGORY- 9:- SRB RINSE WATERS

Category 9 includes solid rocket booster wash and rinse
waters. In general, these wastewaters will contain surfactants
and some seawater. There may possibly be traces of hydrazine
and/or SRB propellant, but in small quantities. A1l of this
wastewater is produced at Port Hueneme. 1In terms of quantity,
Category 9 is the second largest volume waste generated by the
space shuttle ground operations. The degree of treatment needed
for this waste will depend in part on the surfactant used. If
TURCO 5948 is used, a considerably higher degree of treatment
will be necessary than if a nonhazardous surfactant is used.
TURCO 5948 contains several hazardous chemicals, and would be
deleterious to marine life if discharged to the ocean. Further-
more, the chemicals may be nonbiodegradable, eliminating biologi-
cal treatment options. Consequently, a fairly sophisticated
chemical and carbon filtration system would be needed to treat
the wastes. In addition, supporting laboratory facilities would
be needed to ensure that a proper degree of treatment is
achieved. However, it is understood that the Air Force is seek-
ing a nonhazardous, biodegradable substitute surfactant. The
treatment evaluation for Category 9 assumes the use of some sur-
factant other than TURCO 5948.

The preferred treatment method will depend on the components
of the wastewater (Figure 14). Wastewaters high in biodegradable
organics and low in salt can be effectively treated in a simple,
two-stage, aerated lagoon or oxidation pond (Figure 14). 1In a-
two-stage system, the first stage can be operated part-time as a
settling zone, with the majority of biological activity occurring
in the second stage. One potential drawback to biological treat-
ment is the requirement for adequate nitrogen, phosphorus, and
other nutrients to support biological growths. These nutrients
may not be present in SRB wash and rinse waters. If so, another
waste would have to be mixed with SRB rinsewaters to provide a
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TABLE 18

CATEGORY 8.

System:
sludge removal

Chemicals needed - NaOC1, HZSO4

Volume treated:

42 gal/launch

CHEMICAL TREATMENT

200 gal batch reaction tank with conical bottom for

, metabisulfite

Capital Cost 1980 1985

Reactor $900 $1,500

Pumps and Piping 800 1,340

Sludge holding tank 300 500

Chemical Feeders (X3) 750 1,250

Venting . 800 1,340

Electrical & Instrumentation 2,500 4,175

Sitework & Miscellaneous 1,000 1,580

Total $7,050 $11,685

Operating & Maintenance Per Launch 1980

Power 30 HP/hr/launch $2

.Labor 4 MH/launch 40

Chemicals 25

Misc 13

Total $80/1aunch

Total Annual 0&M Per Project Year
1985 1986 1987 1988 1989 1990 1991 1992 1993 1994
$500 810 1,440 2,320 2,470 2,620 2,760 _ 2,920 3,070 3,220
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nutrient source; otherwise, another treatment option would be
advisable. Treated wastewaters could conceivably be discharged
to a POTW or possibly directly to the ocean. A sludge would be
created, but the amounts appear to be small and would probably
require removal and disposal only a few times over the life of
the project. Table 19 presents costs for a biological treatment
facility.

Since evaporation exceeds precipitation by about'0.6 m (2
ft) in the Port Hueneme area, evaporation provides both a treat-
ment and disposal option. The wastewater is simply allowed to
evaporate, leaving dissolved salts behind. For highly contami-

"nated wastewater, the salts could represent a major removal and
disposal problem., However, Category 9 wastewaters are relatively
dilute. Up to 1_percent solution would leave behind only about
153 m3 (5,500 ft3) of salt over the course of the entire project.
This is only about 2 percent of the pond volume used for the cost
estimate in Table 20. This quantity would not require removal
during the course of the project. The major drawbacks to an eva-
poration pond at Port Hueneme are ‘the potential for ground water
contamination and the high degree of urbanization in the area.

It might be difficult to locate suitable sites for a pond; in
addition, very tight security would be needed to prevent the pond
from becoming a public safety hazard.

If the wastewaters turn out to be relatively innocuous in
terms of salt and organic content, it might be possible to dis-
charge them directly to a POTW following granular media filtra-
tion to remove suspended and colloidal matter. Costs for a gran-
ular media filter are presented in Table 21.

10. CATEGORY 10: ACID AND BASE ‘SOLUTIONS NOT CONTAMINATED WITH
METAL IONS :

Category 10 includes general acid and base wastewaters low
in organics and metals. This includes waste oxidizer (N 04). and
wastewaters containing oxidizer, which dissociates in wafer to
form nitric acid. For treatment and disposal purposes, it is
useful to divide the category into three subcategories: (a)
waste oxidizer; (b) wastewaters containing oxidizer; and (c) gen-
eral acid/base wastewaters. Category 10c is essentially just
q#egcQ water, although some small amounts of ammonia are in-
cluded.

Although it can be chemically converted to less hazardous .
compounds, waste oxidizer is not treatable as a discrete waste. '
Hydrogen peroxide can be used to convert N20g4 to nitric acid, but
the reaction is generally too violent to be conducted directly .
with 1iquid Np04. One possible solution is to mix the N20g with
water, or to feed water and Np04 simultaneously into a reaction
vessel to which hydrogen peroxiée can be added. However, such
treatment would cause the release of nitrogen oxides to the atmo-
sphere. Scrubbers might be needed to control these emissions.

Since the same treatment approach could be used to treat oxidizer
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TABLE 19
CATEGORY 9. BIOLOGICAL TREATMENT

System: Aerated lagoon; 2-stage
6' deep (20,000 cf)
surface area = 4,000 sf
Air: mixing controls - 1 hp/103 cf; mechanical
(floating) surface aerator
Volume treated: 68,340 gal/launch

Capital Cost 1980 1985
Earthwork 10,000 cy $40,000 $62,000
Liner 6,000 sf 6,000 10,020
Fencing 300 1f 3,000 5,010
Piping 6,000 10,020
Aeration 20 hp 10,000 16,700
Electrical 10% 8,000 13,360
Misc mat'l 10% 8,000 13,360
Total $81,000 $130,470
Annual Operating and Maintenance 1980
Power $.05/HPH x 20 x 8760 : $8,800
Labor 1.5 MH/day @$10 5,500
Misc 2,000
$16,300

Total Annual 0&M Per Project Year

1985 1986 1987 1988 1989 1990 1991 1992 1993 1994

$25,270 27,380 29,340 31,460 33,580 35,530 37,490 39,610 41,730 43,680
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TABLE 21
CATEGORY 9. GRANULAR MEDIA FILTER

System: Package downflow pressure filters (X2)
Equalization and backwash storage
24-hr treatment time
12 sf filter area (4 gpm/sf)

Volume treated: 68,340 gal/launch

Capital Cost 1980 1985

Package filtration
Backwash tank
Pumps and piping

Electrical and control $95,000 $158,650
Equalization tank 35,000 58,450
Misc and sitework 10,000 . 15,800
$140,000 $232,900
Operating and Maintenance Per Launch 1980
Labor 1.2 mandays/launch @ $10/MH | $120
Power 30
Misc _ 100
Total $250

Total Annual O&M Per Project Year
1985 1986 1987 1988 1989 1990 1991 1992 1993 1994

$1,550 2,520 4,500 7,240 7,730 8,180 8,630 9,110 9,600 10,050
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wastewaters, it might be possible to feed oxidizer into an oxi-
dizer wastewater/hydrogen peroxide reaction vessel (Figure 15).

Since hydrogen peroxide converts the nitrogen tetroxide to
nitric acid, the treated wastewater will still be hazardous on
the basis of corrosivity. Thus, the wastewater will require neu-
tralization. The ammonia wastes generated at North VAFB (NVAFB)
could be used as part of the neutralization chemicals, although
the quantity of ammonia wastes is insufficient to complete the
neutralization process. Table 22 presents cost estimates for
conversion to nitric acid and neutralization.

The completely treated wastewater will be high in nitrate
salts, thus posing problems in terms of land disposal or dis-
charge to a POTW. A better option might be to discharge the
treated wastewater to an evaporation basin. The wastewater quan-
tities and salt concentrations over the course of the entire
project are not high enough to generate any appreciable ‘sludge
quantities requiring removal during the 1985 to 1994 period.

If waste oxidizer is not treated chemically, it will have to
be disposed. There are special N,04 burners available to incin-
erate waste oxidizer. It might be possible to mix waste oxidizer
and fuel together in a controlled reaction chamber, and effec-
tively incinerate both wastes. Land disposal is another possi-
bility, but some disposal sites (e.g., Casmalia) will not accept
N204. Also, under RCRA, the oxidizer would have to be rendered
nonreactive (by chemical means, perhaps) before being buried.

Category 10(c) is the largest volume waste stream produced
by the space shuttle ground operations. The hazardous property
of the quench water requiring treatment is its acidity. Simple
neutralization with hydroxide or bicarbonate would be sufficient
treatment (Figure 15). Difficulties arise in determining where
and how the neutralization is to be conducted. On the one hand,
the quench water could be pumped to a large evaporation basin and
neutralized there. It might be possible to neutralize the quench
water in place in the flame buckets. However, there is a possi-
bility for sludge formation in the flame buckets, which would
require periodic removal. If the acidity of the quench water is
such that it can erode the concrete flame buckets, it might be
necessary to include the neutralization chemical in the quench
water itself, Adding a caustic neutralizing agent to the quench
water before the launch would result in one of three possibili-
ties: (1) there would be a caustic base in the air that could
cause damage when descending; (2) it may neutralize part of the
HC1 cloud; or (3) two-thirds of the caustic used could be wasted
as it would evaporate. 1In this manner, any standing water in the
flame bucket would be relatively neutral.

There are several possible disposal options for the treated
wastewater. Discharge to a POTW is probably inadvisable because
of the salt content of the water and the distance to the nearest

sewer lines, Similarly, landspreading (discharge to slope) is
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TABLE 22

CATEGORIES 10a AND 10b.

System: Batch process

CHEMICAL TREATMENT

H202 and NaOH treatment chemicals

Volume treated:

*
757 gal/launch at NVAFB
230 gal/launch at SVAFB

Combined: 987 gal/launch™
Capital Cost 1980 1985
NVAFB SVAFB Combined NVAFB SVAFB Combined
Reactor $7,000 4,000 9,000 11,690 6,680 15,030
Pumps & piping 5,000 4,000 6,000 8,350 6,680 10,020
Chemical feed 6,000 5,000 7,000 10,020 8,350 11,690
Venting 3,000 3,000 4,000 5,010 5,010 6,680
Electrical and
instrumentation 8,000 8,000 9,000 13,360 13,360 15,030
.Sitework and
miscellaneous 5,000 4,000 7,000 7,900 6,320 - 11,060
Total 34,000 28,000 42,000 56,330 46,400 69,510
System Total $62,000 $42,000 $102,730 $69,510
Operating and Maintenance Per Launch
1980
"NVAFB SVAFB Combined
Power $20 10 30
Labor 80 60 90
Chemicals 1,260 380 1,640
Miscellaneous 200 150 250
Total $1,560 $600 $2,010
System Total $2,160 $2,010
Total Annual 0&M Per Project Year
Separate Systems:
1985 __ 1986 1987 1988 1989 1990 1991 1992 1993 1994

$13,390 21,770 38,880 62,530 66,74O 70,630 74,520 78,730

Combined System:

12,460 20,260 36,180 58,190 62,110 65,730 69,350 73,260

82,940 86,830

77,180 80,800

* Includes 8,959 gal miscellaneous flow spread over 15 launches.
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inadvisable, because the salt content is a distinct threat to
ground water and the existing vegetation cover. It might also be
possible to discharge to the ocean. However, the least trouble-
some disposal option from a regulatory point of view would be a
lined evaporation basin. Evaporation poses no problems to ground
or surface fresh water supplies, ocean water, POTW's, or local
vegetation. Table 23 presents cost estimates for neutralizing
~and evaporating quench water. See Table 17 for evaporation pond
construction costs.

One other approach worth considering would be to reuse the
quench water. Depending on the water quality needed for quench
water, it might be possible to reuse the neutralized wastewater
directly, at least for a few cycles, before new fresh water would
be needed. The concentrated quench water could be evaporated or
discharged to the ocean. If higher quality water is needed for
quenching, the neutralized quench water could be passed through a
deionizer before being pumped to storage. This would greatly
reduce the quantity of the wastewater, which is limited under
this option to deionizer recharge brines. These brines could be
evaporated (in a smaller basin than would be required for the
quench water), or discharged to the ocean.

11. -CATEGORY 11: FUEL VAPOR SCRUBBER WASTES

Category 11 includes effluent from hypergolic fuel (hydra-
zine, MMH, UDMH) vapor scrubbers. There are a total of six
scrubbers, four of which generate a maximum capacity of 400 gal
per launch, and two, a maximum capacity of 200 gal per launch.
For the purposes of this study, it was assumed that scrubbers
located at the NVAFB generate a total of 800 gal of effluent.per
launch, whereas those at the SVAFB generate 210 gal per launch;
Port Hueneme scrubbers generate 50 gal per launch. The scrubber
effluent is expected to contain 1 to 2 percent hydrazine; in
addition, it may contain some hydrazine reaction products.

This waste category is essentially the same as Category 2b,
due to the change in the type of scrubbers used. Namely, at the
time that this document was developed, citric acid was the scrub-
ber liquor planned to be used. Subsequently, however, water-
based scrubbers were substituted for the citric acid scrubbers.

There appears to be only one basic treatment option: chemi-
cal oxidation (Figure 16). Chemical treatment would begin with
neutralization, followed by chemical oxidation, perhaps with
hypochlorite or hydrogen peroxide. It is impossible at this
point to determine what types of reaction products might result
from such treatment. Depending on the nature of these reaction
products, the treated waste m1ght be dischargeable to a POTW or
an evaporation basin.

Table 24 presents cost estimates for typical chemical treat-
ment of scrubber effluent wastes. The cost for treating Port
Hueneme Category 11 wastes, separate from other wastes within
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TABLE 23
CATEGORY 10c. NEUTRALIZATION
System: Neutralization of quench water with Ca(OH)Z or NaOH

Volume treated: 150,000 gal/launch at treatment plant
150,000 gal/launch in place

Capital Cost 1980 1985
Treatment Treatment

Plant In Place Plant In Place
Tanks and mixers 55,000 12,000 91,850 20,030
Pumps and piping 34,000 30,000 56,780 50,100
Chemical feed v 13,000 13,000 21,710 - 21,710
Electrical & Instrumentation 18,000 16,000 30,060 26,720
Miscellaneous 28,000 22,000 44,240 - 34,760

Total $148,000 $93,000  $244,640  $153,330

Operating and Maintenance Per Launch

1980
Treatment Plant In Place
Labor ' $200 $160
Power 40 . 30
Chemicals 180 . 180
Miscellaneous 400 _ 300
Total $820 $670

Total Annual 0&M Per Project Year

Treatment Plant:

1985 1986 1987 1988 1989 1990 1991 1992 1993 1994

$5,080 8,270 14,760 23,740 25,340 26,810 28,290 29,890 31,490 32,960

In Place:

$4,150 = 6,750 12,060 19,400 20,700 21,910 23,120 24,420 25,730 26,930
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TABLE 24
CATEGORY 11. CHEMICAL TREATMENT

System: Neutralize with NaOH, oxidize with batch process »
Port Hueneme Category 11 wastes included only in combined system
Volume treated: 800 gal/launch at NVAFB
210 gal/launch at SVAFB
Combined: 1,060 gal/launch

Capital Cost 1980 1985

NVAFB  SVAFB  Combined NVAFB SVAFB  Combined

Reactors 7,000 4,000 9,000 11,690 6,680 15,030
Pumps & piping 5,000 4,000 6,000 8,350 6,680 10,020
Chemical feed 6,000 6,000 7,000 10,020 10,020 11,690
Venting - 3,000 3,000 4,000 5,010 5,010 . 6,680
Electrical 8,000 8,000 9,000 13,360 13,360 15,030
Sitework & misc 5,000 4,000 7,000 7,900 6,320 11,060
- Total 34,000 28,000 42,000 56,330 48,070 69,510
System Total 62,000 42,000 104,400 69,510

Operating and Maintenance Per Launch

1980
NVAFB SVAFB Combined
Power $20 10 30
Labor ‘ 80 60 90
Chemicals 500 230 750
Miscellaneous 200 - 150 250
Total : 800 : 450 1,120
System Total $1,250 - $1,120

Total Annual 0&M Per Project Year

Separate Systems:

1985 1986 1987 1988 1989 1990 1991 1992 1993  19%

$7,750 12,600 22,500 36,180 38,630 40,880 43,130 45,560 .48,000 50,250
Combined System:

$6,940 11,290 20,160 32,420 34,610 36,630 38,640 40,820 43,010 45,030
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Category 11 or from other categories, is not included. If in-
cluded, the capital costs for the Port Hueneme scrubber effluent
would be on the order of $10,000 for 190 1 (50 gal) per launch.
This is considered unreasonable as a separate cost item, and as
such, is not developed individually.

12. CATEGORIES 13 AND 14: COMBUSTIBLE AND NONCOMBUSTIBLE SOLID
WASTES

a As solid wastes, Categories 13 and 14, combustible and non-
combustible solid wastes, respectively, are not “"treatable" in
the sense that treatment is being used in this report. Wastes
from both categories can be disposed of by landfilling, or, in
the case of Category 13, by incineration, with or without heat

recovery.
13. CATEGORY 15: MISCELLANEOUS WASTEWATERS

Category 15 contains wastewaters not readily classifiable in
any other treatment category. These include emergency eyewash
and shower wastewaters (EEW&S), organic solvent-contaminated
wastewaters, insulation- and paint-contaminated wastewaters (IW),
and general cleanup wastewaters. In general, these wastewaters
have a high organic loading (up to 1 percent organics on the
average), and a low metal content. An exception is the
jnsulation- and paint-contaminated wastewater from Port Hueneme,
which might contain organometallic compounds washed out of the
paints. .

Many of the organic contaminants in Category 15 wastewaters
are volatile, and would vaporize in an evaporation basin. Like-
wise, the high organic loadings and the presence of some com-
pounds which are toxic to treatment plant organisms could lead to
POTW overloads or upsets. Thus, these wastewaters cannot be
discharged to an evaporation basin or POTW without some pretreat-
ment or blending with other waste streams. There are essentially
three treatment options available: activated carbon filtration,
biological treatment, and chemical oxidation (Figure 17).

Many of the organic contaminants are removable with a carbon
filter. 1In fact, with the possible presence of organometallic
contaminants, it might be necessary to use a carbon filter as a
polishing step, at least for Port Hueneme Category 15 waste-
waters. Carbon filtration, possibly preceded by conventional
filtration or settling to remove suspended solids, could remove
over 90 percent of the organic compounds in the wastewater. The
treated wastewater could be readily discharged to a POTW or eva-
poration pond. The cost estimates in Tables 25, 26, and 27 are
based on an Air Force-constructed and -operated system, but a
reduction in cost could be achieved by employing one of the
filtration services, such as Calgon. These services will rent
all of the necessary equipment, and will service it regularly,
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System:

TABLE 25

FILTRATION AND ACTIVATED CARBON
OPTION 1

CATEGORY 15.

Filter @ 4 gpm/sf over 6 hr for small and 24 hr for

large backwash waste storage
Carbon @ 30 min contact - 200 1b/mill-gal
Equalization basin for one batch operation

Small system:
Large system:

1 filter and 1 carbon column
2 filters each for full load and 2

. carbon columns each for 1/2 flow

Volume treated:

2,264 gal/launch at NVAFB

1,560 gal/launch at SVAFB
49,120 gal/launch at PH

Capital Cost Option 1 (Separate Treatment at NVAFB, SVAFB, Port Hueneme)

1980 1985
NVAFB SVAFB PH NVAFB  SVAFB jﬂi
Filtration (2 sf) (2 sf) (9 sf)
System 10,000 10,000 78,000 16,700 1,6700 130,260
Carbon (3sf x 9f) (3sf x 6f) (6sf x 12f)
System 14,000 14,000 102,000 23,380 23,380 170,340
Equalization 3,000 3,000 25,000 5,010 5,010 41,750
Sitework & 3,000 3,000 15,000 4,740 4,740 23,700
Misc
Total 30,000 30,000 220,000 49,830 49,820 366,050
System _ ' :
Total $280,000 $465,710
Operating and Maintenance Per Launch ~
1980
NVAFB SVAFB PH
Power $1.5 $1.5 $36
Labor 20 20 80
Carbon 0.5 0.5 8
Misc. 30 30 200
Total $52 $52 324
System Total $428
Total Annual 0&M Per Project Year
1985 1986 1987 1988 1989 1990 1991 1992 1993 1994
$2,650 4,310 7,700 12,390 13,230 14,000 14,770 15,600 16,440 17,210
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TABLE 26
CATEGORY 15. FILTRATION AND ACTIVATED CARBON
OPTION 2

System: All Category 2b wastes treated together
Assume hydrazine biodegradable in 15-30 days
Volume treated: 1,010 gal/launch

Capital Cost Option 2 (separate treatment at VAFB and Port Hueneme)

1980 1985
VAFB PH VAFB PH
Filtration System $12,000 $78,000 $20,040 $130,260
Carbon System 15,000 102,000 25,050 170,340
Sitework & Misc 3,000 15,000 4,740 23,700
Equalization 4,000 25,000 6,680 41,750
Total $34,000 $220,000 $56,510 $366,050
System Total $254,000 $422,560

Operating and Maintenance Per Launch

1980

VAFB PH

Power $1.50 $36

~ Labor 20.00 80
Carbon 1.00 8

" Misc 40.00 200
Total $62.50 324
System Total $387

Total Annual 0&M Per Project Year

1985 1986 1987 1988 1989 1990 1991 1992 1993 1994

- $2,400 3,900 - 6,960 11,190 11,940 12,640 13,330 14,090 14,840 15,540
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TABLE 27

CATEGORY 15. FILTRATION AND ACTIVATED CARBON
OPTION 3

System: All Category 2b wastes treated together
Assumes hydrazine biodegradable in 15-30 days
Volume treated: 1,010 gal/launch

Capital Cost Option 3 (all wastes treated at same facility - PH)

1980 1985
Filtration System $81,000 $135,270 .

Carbon System 105,000 175,350

Sitework and Miscellaneous 15,000 23,700

Equalization 26,000 43,420

Total _ $227,000 $377,740
Operating and Maintenance Per Launch 1980
Power $36
Labor 80
Carbon ‘ 9
Misc 200
$325

Total Annual 0&M Per Project Year
1985 1986 1987 1988 1989 1990 1991 - 1992 1993 1994

$2,020 3,280 5,850 9,410 10,040 10,630 11,210 11,850 12,480 13,070
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including replacement of exhausted carbon. Costs of the service -
would vary, depending on the actual strength of the wastewater
and the required frequency of carbon regeneration.

Most of -the organic compounds in Category 15 wastewaters are
amenable to biological treatment. In general, however, the Cate-
gory 15 flows from NVAFB and South VAFB (SVAFB) are too small for
the types of biological treatment considered feasible for these
wastes, Because of the high organic loadings and intermittent
flow characteristics, such treatment methods as conventional
activated sludge or trickling filter are not feasible. An aer-
ated lagoon is far more adaptable to the Category 15 wastewaters.
The smaller lagoons, however, are too large to effectively treat
NVAFB and/or SVAFB Category 15 wastewaters alone. They could
conceivably be combined with the Port Hueneme Category 15 wastes
in a single .lagoon, or mixed with some other VAFB wastewaters
destined for lagoon treatment. Table 28 presents cost estimates
for treating both the combined VAFB-Port Hueneme Category 15
wastewaters, and Port Hueneme wastes alone. :

Another approach could involve treatment of these wastes
with a chemical oxidant to oxidize the organics into simpler,
more readily degradable compounds. However, without firmer know-
ledge of the identity of the likely organic contaminants, it is
impossible to specify an oxidant or to conceptualize a chemical
treatment system. Waste hypergolic oxidizer could be used to
oxidize many of the organics, but this process would require
testing for verification. To ensure adequate removals, chemical
treatment of Category 15 wastewaters may require carbon filtra-
tion as a polishing step.
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TABLE 28
CATEGORY 15. AERATED LAGOON AND FILTRATION

System: Aerated lagoon; 2-stage

6' deep (20,000 cf)

Surface area = 4,000 sf

Air: mixing controls - 1 HP/103 cf mechanical

(floating) surface aerator

A1l wastewaters treated at Port Hueneme

Volume treated: 2,264 gal/launch at NVAFB
1,560 gal/launch at SVAFB
49,120 gal/launch at PH
Combined: 52,944 gal/launch

Capital Cost 1980 1985
Earthwork $32,000 $50,560
Liner 5,000 8,350
Fencing 2,000 3,340
Piping 5,000 8,350
Aeration 8,000 13,360
Electrical 7,000 11,690
Carbon Filter System 105,000 175,350
Miscellaneous & Sitework 8,000 12,640
‘ Total $172,000 $283,640
Operating and Maintenance Per Launch 1980
Power $490
Labor 310
Carbon 75
Misc 170
Total $1,045

Total Annual 0&M Per Project Year

1985 1986 1987 1988 1989 1990 1991 1992 1993 1994

$6,480 10,530 18,810 30,250 32,290 34,170 36,050 38,090 40,130 42,010
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SECTION V
HAZARDOUS WASTE DISPOSAL OPTIONS

1. INTRODUCTION

This section presents alternatives that could be used for
the ultimate disposal of hazardous wastes generated by the STS-
VAFB ground operations. Included are both on-site and off-site
alternatives for land disposal and incineration. In addition to
descriptions and engineering and/or economic evaluations of these
alternatives, conceptual designs are provided for on-site land-
filling and surface impoundments. .

Since the transport of wastes from the generator to the
final disposal site is an integral part of the overall waste dis-
posal system, off-site transportation aspects of STS-VAFB hazard-
ous waste management are examined. This delineation includes
surveys of waste haulers servicing the VAFB-Port Hueneme area,
types and sizes of equipment used by these haulers, types of
wastes to be handled, and unit transportation fees for the most

probable disposal sites.
2. ON-SITE DISPOSAL OF WASTES BY LANDFILLING AND PONDING

Examination of the types and volumes of hazardous wastes to
be generated by the STS-VAFB program reveals that disposal of
these wastes via on-site impoundments (i.e., ponding and land-
filling) is a viable alternative. It is conceivable that on-site
pond(s) may be used for storage/treatment/disposal of high-
volume, easily treatable waste streams. Meanwhile, an on-site
Class I landfill may be constructed for placement of the wastes
considered economically infeasible for treatment.

The following delineation outlines the regulations governing
siting and operation of Class I landfills and hazardous waste
surface impoundments, and discusses the feasibility for the. con-
struction of such facilities at VAFB.

'a. Governing Regulat1ons

The siting and operation of hazardous waste disposal facili-
ties by landfilling and/or ponding is governed by both state and
federal regulations.
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Subtitle C of RCRA has established a federal program for
comprehensive hazardous waste management. The interim RCRA stan-
dards, which became effective November 19, 1980, address the fol-
lowing requirements:

¢ Administrative requirements.
o Waste analysis.

¢ Ground water monitoring.
¢ Closure and post-closure care.

¢ Financial considerations for closure and post-closure
care.

¢ Handling of ignitable, reactive, and incompatible wastes.
o VUse of cells,

¢ Run-on, runoff considerations.

¢ Wind dispersal.

¢ Leachate control.

¢ Placement of liquid wastes and containers.

The anticipated benefits of this regulatory program include
a lessening of the overall occurrence of ground water, surface
water, and air pollution, and a resultant decrease in the effects
of faulty or inconsistent hazardous waste management and dis-
posal. States may seek authority from the U.S. - EPA to carry out
this program. The State of California, which currently has an
active program, has reportedly applied or intends to apply for
both interim and final authority to regulate hazardous waste man-
agement within its boundaries. The lead agency is the California
Department of Health Services, Hazardous Material Management Sec-
tion.

An overview of those portions of the California regulations
pertinent to the siting and operation of a Class I landfill or
surface impoundment disposal facility is provided in the follow-
ing paragraphs, coupled with a comparison of the California regu-
lations with the interim RCRA standards. The general policy of
the State of California with regard to land disposal of hazardous
waste is provided in Appendix C by excerpts from "Waste Discharge
Requirements for Nonsewerable Waste Discharge to Land; Disposal
Site Design and Operation Information" (prepared by the State of
California, State Water Resources Control Board, reprinted Jan-
uary 1978).

The California standards for development of a hazardous
waste land disposal facility are thorough and comprehensive,
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addressing the same general considerations as the interim RCRA
standards, albeit in the form of specific technical requirements.
The final technical standards mandated by RCRA have not yet been
released by the U.S. EPA. Thus, although a detailed comparison
of federal and California standards is impossible, it appears
likely that the State of California will receive interim author-
ity for hazardous waste management.

The existing hazardous waste management program in Califor-
nia mandates a thorough technical evaluation of potential Class I
land disposal sites and surface impoundments in order to deter-
mine their suitability. The ultimate suitability of a site is
largely evaluated on the basis of its natural geologic setting.
The natural site conditions must provide adequate barriers be-
tween the disposal site and ground water to preclude the vertical
migration of leachate. A site must be situated in a stable geo-
logic setting so that, once emplaced, the waste is not disturbed,
and the integrity of the site is not threatened by natural phe-
nomena. :

In addition, lateral leachate flow must be prevented. Al-
though lateral hydraulic barriers may be man-made, the feasibil-
ity and design of such barriers must be addressed. Any leachate
generated within a Class I land disposal area must either be
removed and treated, or remain permanently within the disposal
area. By definition, Class I disposal sites do not possess the
potential for hydraulic continuity with the surrounding ground
and surface waters. Thus, infiltration and run-on/runoff control
are important considerations.

The California standards have been utilized in this report
to evaluate the on-site disposal option for two reasons:

¢ They are specific and technical in nature, providing a
useful vehicle for establishing specific site selection
criteria, whereas the interim RCRA standards are general
in nature and less useful for this purpose.

e It is anticipated that sites found to be suitable under
California standards will likely comply with RCRA stand-
ards.

b. Site Investigations

In order to assess the feasibility of developing on-site
hazardous waste land disposal facilities, a preliminary geologic/
hydrogeologic investigation of the VAFB site was conducted.

The investigation involved the review and synthesis of
available topographic, geologic, hydrogeologic, pedologic, and
land use information. No on-site reconnaissance or explorations
were made in conjunction with this investigation. The following
types of information have been reviewed and evaluated, as man-
dated by the State of California and the U.S. EPA, to fulfill the
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general siting guidelines and the minimum standards for hazardous
waste disposal facilities:

c.

Geologic conditions:

- Stratigraphy

~ Structure

- Lithology.

Hydrogeologic conditions:

- Known and/or potential ground water supply aquifers

- Ground water supply wells
- Permeability of natural soils and bedrock materials.

Slope and topographic considerations:
- Surficial drainage.
Geologic hazards:

- Flooding
- Faulting.

Stability considerations:
- Landslide potential
- Erosion potential .
- Liquefaction potential.

Exempted Areas

After establishing the overall siting criteria, a study of
this type should eliminate from consideration those portions of
the study area deemed unsuitable for the development of on-site
impoundments for hazardous wastes. Based on the standards pre-
viously discussed, the following general characteristics are '
deemed adequate for this elimination:

Areas within the 100-year floodplain.

Areas known to overlie a developed or potentially devel-
opable ground water resource. ‘

Areas contributing recharge to a usable ground water
resource.

Coastal areas subject to erosion.
Areas with fadlts known or suspected to be active.

Areas subject to landslides and/or other significant
stability problems.
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Areas within the boundaries of VAFB which currently or po-
tentially possess one or more og the aforementioned character-
istics are depicted on Plate 1. Substantial land within the
base boundaries has been eliminated from consideration by appli-
cation of these exclusionary criteria, which are directly based
on the California state requirements for siting of hazardous
waste land disposal sites. The second and third listed criteria,
hydrogeologic conditions, and slope and topographic considera-
tions, could be considered conservative; however, these were
adopted for this study after careful consideration of the devel-
oped and developable ground water resources of the area adjacent
to the Santa Ynez River. A conservative view with regard to
these potentially vulnerable and relatively extensive ground
water resources appears to be warranted.

d. Evaluation of Areas Not Exempted on the Basis of Exclu-
sionary Criteria

The portions of VAFB remaining after identification of the
exempted areas were subjected to more detailed scrutiny on the--
basis of available soils, and geologic and hydrogeologic informa-
tion. The purpose of this screening was to identify those areas
most suitable for the proposed hazardous waste land disposal
facilities. Areas within the VAFB boundaries with the greatest
potential for such development are shown on Plate 2, which is
based on SCS's interpretation of the available geologic and pedo-
logic information for VAFB.

Surficial soil characteristics which were considered in com-
piling Plate 2 included:

Permeability.
Depth of soil.
Texture. '
Parent material.

Initially, seven soil groups were evaluated. Two of these groups
were deemed to represent geologic settings potentially capable of
meeting the siting standards established by the State of Califor-
nia for Class I landfill and hazardous waste surface impoundment

facilities.

Group I soils exhibit the following characteristics:

e Very low permeabillty (based on gnfi1tration rates in the
range of 1.4 x 107" to 4.2 x 10~ cm/sec).

* A1l plates are folded and inserted in manila pockets at the
back of this report.
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¢ Unified soils C]assification of CL, CH, or OH (see Glos-
sary).

¢ Over 30 percent of the soil passes the No. 200 sieve.

¢ Sandy soils underlain at the depth of 5 to 10 feet with
thick clays. :

Group II soils exhibit the following characteristics:

¢ Textural description of clay, clay loam, silty loam, or
shaley loam.

® Slow to medium infiltration rates.

, The bedrock units underlying the areas available for consid-
eration were grouped according to their probable primary permea-
bility, based on lithic descriptions available.in the literature.
The potential effects of secondary permeability were considered,
but sufficient information is not available to permit consistent.
evaluation of the presence or absence of pervasive joint patterns
or other fractures. A stratigraphic column with brief lithic
descriptions typical of the study area and two interpretive geo-
logic sections for the central and southern portions of the base
are presented in Figures 18 and 19.

The geologic units believed to possess low primary permea-
bility have been divided into two groups. Group I, considered
potentially the most favorable for the proposed development, con-
sists of the following:

Sisquoc Formation.
Monterey Formation.
Tranquillon Formation.
Rincon Formation.

Cozy Dell Formation.
Anita Formation.

Group II, while less favorable, may locally provide'abpro-
priate conditions for the proposed development, and consists of:

Vaqueros Formation.
Sespe-Alazria Formation.
Espada Formation.

Honda Formation.
Franciscan Formation.

Each of the above-listed formations appears to have the po-
tential for exhibiting the appropriate permeability and homogene-
ity to meet the State of California minimum technical standards
for hazardous waste land disposal sites with regard to hydrogeo-
‘logic isolation. The Group I formations are considered slightly
more favorable than Group II on the basis of texture and uniform-
ity. However, specific information regarding the permeability,
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AGE FORMATION l LITHOLOGY | THICK. DESCRIPTION
Recent Allyvium 2oy D02 {1 0-100 | Siits and gravets
Pleistocene vpper | Terracas 22§ 0°100 | Groveis

Diatomaceous siltstone,

Pliocene lower Clay shale or

dictomaceous mudstone.

Sis«tuoc_

[ A Thin-bedded clay shale or

lominated diastomite.

upper Porcelanecus and cherty
= 1000~ | siliceous shates.
. Mo“t"'g 3000’ Organic snales and
, middle thin limestonas.
Miocene
= : Rhyatite ond basalt lavae,
Trangquillon ?:2101 .u, eggglomuratg tuff, bentonite.
lower Rincon 210-1700 Claystone.
Vaqueros 0-900'| Sandstone & conglomerate.
Pink to buff sandstone and
Sespe 0-2000] "4 ond green siitstone.
Alegria Gray to buff marine
Oligocene stone.
Fossiliterous buff
Gaviota sandstane and siltstone.
Buff sandstone and
Sacate clay shale,
" u